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‘conducted to determine which paramecers alfected binocular rivalry with
HMDe. A paran:stric study was next conducted to estatlish functional rela-
tionshipe between HMD parameters and binocular rivalry for the parameters
identified in the screcaing study to have 8 major impact on binocular rivalry.
The final laboratory study v:as a validation study which compared selected
HMD system configurations in reslistic HMD and non-HMD tasks for binocular
rivalry effects. incage quality analysis evaluated the effects of ambient
illumination, display luminance, combiner transparency, and angular display

subtense on HMD video image quality using modulation transfer function
analysis techniques.
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SUMMARY

Helmet-mounted displays provide a high quality, low cost, light
weight cisplay systemn that can be used in existing and new airzraft. Con-
siderable elfort has been expended in the lagt few yeares to develop such a
display system. This development has resulted in several viable monocular
designs that present a virtual image that is viewed by one eye, wlile the
other c=ye is presented the ambient scene which may be the cockpit or the
out-the-windscreen air or ground scene. The simultaneous presentation of
different images to each eyn can result in binocular rivalry. Binocular
rivalry is an unstable condition during which either of the two images are
alternately dominant or a montage of elements from the two diuparate
scenes is perceived. The occurrence of binocular rivalry can seriously
degrade the task performance of the operator using a helmet-mounted dis-
play and limit opera‘or acceptance of helmet-mounted display systems.
This research program was conducted to determiae the relationships
between helmet-mounted display (HMD) deaign and binocular rivalry. To
this end, four laboratory studies were conducted.

A ¢ ~litative laboratory evaluation was first conducted preparatory
to formal quant ative research to obtain a prelimirary sssessment of
binocular rivalry with HMDs. A Hughes monoculer HMD demonstrator and
auxiliary equipment to create the HMD image and ambient scene conditions
were used. Observer comments were elicited under different HMD condi-
tions, chserver tasks, and ambient scene conditions. The qualitative evalu-
ation revealed binocular rivalry to be a potential problem for extracting
information {rom an HMD. Relative luminance of the HMD and non-HMD
scenes, eye dominance, and relative scene cormnplexity were observed to
effect binocular rivalry. Percent see-through of the HMD and the presenta-
tion of a moving scene i the HMD had negligible effects on the occurrence
of binocular rivalry.

A le fractional factorial screening study was conducted after the
qualitative evaluation to determine which of a large number of HMD design
related parameters had major effects on binocular rivalry. The param-
eters were HMD resolution, visual subtense of the HMD, HMD luminance,
ambient scene luminance, HMD percent transparency, HMD framing (eide-
mounted and visor projected HMDs), color, HMD accommodation distance,
ambient scene accommogation distance, HMD eye presentation (eye domin-
ance), HMD target contrast, and ambient scene complexity. An HMD simu-
lator which used optical projection techniques was constructed to atudy
these parameters. Amechanized quantified judgment task was used to
measurc the occurrence of binocular rivalry. Ambient scene complexity,
HMD resolutior HMD luminan-.e, ambient scene luminance, HMD accom-
modation distance, HMD field of view, and HMD contrast were found to
have significant effects on binocular rivalry. Percent transparency, color,
framing, eye dominance, and ambient scene accommodation distance did
not affect binocular rivalry.
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Based on the results of the screening study, a parametric study which
{nvestigated HMD resolution, HMD luminance, ambient scene luminance,
HMD contrast, and HMD field of view each at three levels was conducted.

The equipinent and task were the same as used in the screening study. HAID
and ambient scene luminance had the largest effects on binocular rivaliry,
accounting for 58 percent of the study variance. HMD coantrast was fouwnd to

- attect rivalry at a low contrast. HMD resolution and field of view had negli-
gible effects on binocular rivalry.

L
3

The fuurth laboratory study was a validation study which compared
selectad HMD system configurations, derived from the results of the screen-
ing and parametric studies, in realistic HMD and smbient scene tasks for
binocular rivalry effr<ts. The laboratory equipment used in the screening
and parametric studies was modified to present tactical target scenes on the
: HMD and a tracking task for the ambient scene. Targe: recognition time
L and tracking error were measurad. Three HMD system configurations and
, two ambient scene luminance conditions were evaluated. The results were

as predicted from the findings of the screening and parainetric s‘udies,
verifying the applicability of the parametric research on binocular rivalry
to HMD design. The implications of the findings of the four laboratory

studies for the design and use of helmet-raouatnd displays ars discussed ;
in the report.
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In addition to the iaboratory research on binocular rivalry in helmet-
mounted displays, an image quality analysis which evaluated the effects of 4
HMD luminance, combiner transmittance, HMD Zeld of view, and ambient :
illumination was performed. Modulation transfer function analysis tech- .

: _ niques were used for this anmuysis. The visual ¢ toff frequency, the modula-
4 ! tion at the cutolf frequency, the nuiaber of square root of two gray shades. 4
and the modulation transfer function area were used to assess the effects of ]

the parameters evaluated. Graphical and tabular data are given in the report
i v which show the results of the antlysis. ]
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PREFACE

Tue research covered herecin was initiated by the Aerospace
Medicai Research Laboratory, Air Force Systems Command, United States
Air Force, Wright-Patterson AFB, Ohio, to investigate helmet-mounted
display design parz-neters and binocular rivalry. The contract was initlated
under Air Force Project 7184, The Technical Monitor for the Air Force
was Mr. H, Lee Task (6570 AMRL/HEA). The research was conducted
by the Display Systems and Human Factors Department of Hughes Aircraft
Company, Culver City, California, under USAF cortract F33615-73-C-4145,
Mr. M.L. Hershberger of Hughes Aircraft Company was Project Manager. .
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SECTION 1
INTRODUCTION AND BACKGROUND

The advantages of cost, weight, ease of installation, and operational
utility of virtual image helmet-mounted displays (HMD) have accelerated the
funding of the development of these devices during the past few years. Most
of the effort has been directed towards solving the engineering problems of
designing a high quality helmet-display that may be worn and viewed com-
fortably by the pilot. There are, howaver, some perceptual problems
associated with HMDs tlat must be solved by proper design if HMDs are to
realize the operational potential expected of them.

Unlike conventional dispiays, the virtual image from a helmet-
mounted display will characteristically be viawed by one eye, while another
image, the ambient scene, will be presented to the other eye, In this class
of devices, the image source, typically a cathode ray tube, is not viewed
directly but through a series of optics and a combining glass. The combin-
ing glass itself may be opaque to the external ambient or have some per-
centage of transparency. With a partially transparent combining glass, the
cockpit or the local terrain may also be visible to the HMD eye. The simul-
taneous presentation of different images to each eye of an observer can
result in binocular or retinal rivalry which consists of an unstable condition
where either of the two images are alternately dominant or what is per-
ceived is a montage of elements from the disparate scenes. Rivalry may
also result in ssvere eye fatigue and headaches. Flight test studies con-
ducted at Hughes Aircraft Company (Jacobs, Triggs, and Aldrich, 1970) sug-
gest that pilot acceptance of HMDs will not be universal unless the problem
of rivalry is avoided in HMD design and use.

The design of the HMD to satisfy the requirements for control of
binocular rivalry may involve design characteristics that sacrifice image
quality and thereby the utility of the display as a media for target .ecogm-
tioa. It is important therefore that the impact of HMD design characteristics
on the incidence of binocular rivalry and image quality be well understood.
The research reported herein was directed at determining the relationships
between HMD design parameters and binocular rivalry.

BACKGROUND

Binocular rivalry is a phenomenon that occurs when different images
are simultanecusly presented to each eye in such a way that binocular fusion
of the two images cannot occur, The phenormenon is manifested either by the
two images alternating as the dominant one, or an unstable montage is formed
comprised of elements from each fie!'d. The alternation rate during rivalry
is not under complete voluntary control of the observer.

Rivalry is obvisted when one of the two images so completely domi-

nates the other that alternation of the two fields does not occur. This is a
desirable situation from the point of view of HMD design if the conditions
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', under which one or the other field will dominate can be identified and placed

under the control of the observer. Essentially, this was one of the primary
goals of the study.

Several theories exist that attempt to account for the phenomenon of

} rivalry. Helmbholtz in 1886 suggested an attentioa theory where he considered

‘ that competitio.a took place in central processes. Theres are tro perceptions,
and attention determines which one will come to awareness. This theory
tends to be circular, as what determines attention can only be empirically

;[ determined. An alternative theory is that of Hering in 1864 who considered

‘ that the binocular impression arises from a mixture of monocular excitatioas,

where the excitations from corresponding areas are not summative. In other

: words, each retina makes a contribution, but the amount depends on the

‘ nature of the image. In Hering's view, contours always dominate, and this

E is the hard core of his rivalry explanation. This theory does not depend on

: experimental factors or the mental set of the observer. Annther theory,

based on the Gestalt school, suggested that the important factor was that a

figure is either perceived entirely or not at all, and that this requirement
leads to competition.

o ik Madlaacrge
Pasce

More recently, Levelt (1965) has discussed these theories in detail
and has presanted an alternative theory which considers that rivalry is a
result of conflict between two visual mechanisms, namely binocular bright-
ness averaging, which operates so as to averaga out the brightness for cor-
responding points of the two eyes, and a contour mechaniem which acts so
as to leave the area in the vicinity of a distinct contour unimpaired.

L=l 1

One property of the binocular rivalr, situation is that the operator's
reaction time to a critical signal in the suppressed eye will be slowed (Fox
and Check, 1968). This reduced responsiveness of the suppressed eye is
further demonstrated by the fact that no pupillary reflex is found when an

1 inhibited eye is stimulated by a flash during binocular rivalry (Bokander,

el g »

P

A large body of basic laboratory research literature exists concern-
ing binocular rivalry. A review of this literature was made. From this
review, a set of factors that affect binocular rivalry was identified. These

3 factors are discussed in the following paragraphs in the context of related
HMD design variables. The bibliography comprising the review of the liter-
f ature is pressented in Appendix A of this report. A more recent literature

] review of psychological considerations in the design of HMDs can be found in
Hughes, Chasen, and Schwank (1973).

LUMINANCE RATIO

I SUITHEDUGR ] PR SR RSN R e

The field with the greater luminance will tend to dominate. This
means that the luminance ratio between the external scene and the scene
presented on the display is critical. On a bright day (>2000 fL), the external
scene will, by this rule, dominate if the display is orders of magnitude
dimmer. For the observer to obtain a clear, dominant display image, he
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must increase the brightness of the display and/or decreaaze the amouxrt of
light from the external scene. It is not known whethar the controlling factor
is the constant luminance ratio between the competing images or the absolute
difference fn luminance between the two scenes that causes rivalry.

L L " It {s clear that if the HMD scene is to ba dominant over the ou.side

1 scend, it must be brighter. The state of the art in HMD design is currently
limited to s peak luminance of approxim.ately 400 fL, as transmitted through
: the optice to the eye. Even if 1000 fL. vere available, it is unlikely that

' the HMD gcene would dominate in a high ambient environment. Further,

" rutning the CRT brightness up so high may cause the CRT beam spot to
L bloom thus reducing resolution. It i{s possible to reduce the luminance to the
; eve viewing the outside scene to make the eye receiving the HMD image

; caminant, but this may be operationaliy unacceptable, Conversely,

the brightness of the CRT may have to be reduced under night condi-

tions, since it may be too intense for perception of the immediate
surroundings.

PERCENT TRANSPARENCY

‘ Percent transparency is a factor which could affect the degree of

SR binocular rivalry that will be experienced. Percent transparency refers to
the amount of light from the external scene that is passed through the com-
biner to the observer's eye. The display can be designed to be fully occluded
(no external light passes through to the eye) or virtually unoccluded where
almost all of the ambient scene illuminance reaches the HMD eye. Through
s choice of filters, virtually all degrees of transparency from 0 to 100 per-
cent can be obtained. Even a low degree of transparency may cause the dis-
play to become washed out due to external illumination. With a fully occluded
display, the effects of external illumination on the HMD eye are eliminated.

T P I T Y
R
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In the Hughes flight test studies, it was found that the degree of
3 binocular rivalry was reduced when a partially occluded eyepiece was
employed so that the eye receiving the CRT information could also see through
i the display to view the outside scene. However, providing a see-through
‘ capability, while helping the rivalry problem, can result in reduced image
quality. Section 4. 0 of this report shows that even for a combiner filter that
1 transmits as little as 1 percent of the outside light, the MTF of the display,

1 dynamic range, and number of shades of gray are significantly reducad for
_~ ambient intensities of typical sunlit days.

CONTRAST

Levelt {1965) attributed the dominance and frequency features of the
alternation proceass in binocular rivalry to a variable called '"stimulus
strength". The stimulus strength of a field was assumed to increase with
k amount of contour per area and, for a constant amount, with the strength of
1 these contours. Contour strength may be increased by increasing the physi-
cal contrast of a test field. Predominance of the HMD field should vary
directly with changes in HMD image contrast and inversely with contrast
variations in the contralateral field image.

17
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IMAGE RESOLUTION

‘Given one clear finld and one blurred field, the clear will tend to
dominate. This factor is related to the resolution of the HMD, Alternontion
between the two fieids is a function of the relative difference in image sharp-
noss. The extent to which the HMD image must be sharp in terms of display

resolution when compand to the outside scene as seen by the other eye is¢
unknown,

It is possible that image resolution interacts with display lummnco
to affact binocular rivalry. The rivalry literature states that image quality
factors such as image sharpness, contrast, and number of contours (amount
of detail) all help determine which scene will be dominant. LImage sharpnses
and number of contours are related to the resolution of the HMD system.

COLOR

In most situations, the spectral content of the HMD image and the
external scene will differ considerably. To a great ext:at, the respective
color compositions of these two visual fields may be manipulated by the
design of the HMD. TLe external visual scene color content may be trans-~
mitted to the viewing eye unchanged, or may be adjusted by passage through
an interposed chromatic filter. The color characteristics of the CRT image
will depand upon the phosphor type selected. A multiple-color HMD may be
supplied by the employment of penetration phosphor or field sequential color
techniques. The extent to which color may serve to suppress or predispose
the incidence of binocular rivalry is an unexplored issue. To the degrece that
it may be used as & distinguishing cue for sorting of visual images betwasn
the two alternative sources, it was suspected that judicious omploym-mt of
color compoudition would help toc combat rivalry.

FIELD-OF-VIEW

Field-of-view (visual subtense of the HMD image) is a Jdesign char-
acteristic of HMDs whose effect on binocular rivalry is not known. Changes
in HMD FOV, in effect, are changes in HMD display size, since viewing
distance remains constant. There is no reason, based on theory or practical
applicaiion, to expect FOV to affect the binocular rivalry phenomenon. It is
conceivable, however, that smail FOVs may produce greater HMD predomin-
ance due to increased contour strength of the HMD image relative to scme
fixed contour strength of the contralateral field. That is, smaller FOVs,

(or smaller display size) fcr a given target image, rezult in smaller resolu-
tion cells defining {nc target. As long as the target remains sufficiently
large for detacticn, the increase in resolution (smaller resolution cells) will
increase the contour strength of the smaller FOV over that of the larger
FOV., It was hypothesized, then, that within some undefined limit, smaller
FOVs may result ir. greater HMD predominance than larger FOVs.
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VISUAL ACCOMMODATION DISTANCE

The visusl accommodatis 2 distance, or distance between the
observer and the image plane of an optical system, is a variable feature of
optical system design. The HMD visual coupling between the CRT and the
user's eye can be configuraed to place the image plane at any convenient
distanee between t'se near accommodation limit of the eye and infinity. The
placemertof this immage plane may be an influential factor in the causation or
su s¢lonm of bimrcular rivalry, I the images reaching the two eyes are

tly dilfere’s {in terme of focal dietance; the image at the distance
to which ao eye is mot accommodated may be suppressed since it will be out
of focus. Disparate viswal accommodation distances may also rerve as a
cue to the source of the image and provide kinesthetic teedback ior selactive
attention to either image. On the other hand, if the image rlanes are at
identical distances, visual sccoummodation distance cannot i erve as a cus as
to the source of the image and binocular conflict rather than selective
attention may predominate. '

IMAGE FRAMING

HMD images can be presented by projecting an image on the helmet
visor which serves as a combi glass. The image appesars in this case
to be suspended in space at optical infinity. An alternative is to puckage the
comM glass in an eyepiece located in front of the observer's eye. This
has the effect of making the image appear as if it were being viewad through
a tunnel. Whether this variable affects binocular rivalry is unknown.

EYE DOMINANCE

Eye dominance refers to the fact that observers typically exhibit an
eye preference. For example, {f an object is viewed through an aperturs
with two eyes and then each eye is closed sequcntially, the position of the
object will remain aligned with the aperture with the dominant eye. It will
shift laterally if the viewing aye is the non-dominant one. Eye dominarce
could be an important factor in the contro! of binccular rivalry.

Most HMDs are ''right-handed'', and from a producibility and
logistics point of view it would be desirable if thay could all remaia common.
However, if data suggest that left-handed HMDs be provided for ieft aye
dominant observers, this fact would have to be incorporated into the HMD and
helmet design.

AMBIENT SCENE COMPLEXITY

' The stimulus strength of a field increases with amount of contour per
area. Predominance of an HMD image of given contour strength will be
dependent on the relative contour strength of the image presented to the con-
tralateral eye. It is expected that an HMD image in competition with a con-
tralateral image of relatively low contour strength will tund to predominate
in the altermation cycle. Converssly, if the contour strength of the HMD
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irnage is low relative to that of the contralataral field imags, the latter fleld
will prcdominate in the alternation cycle. If the relative diZference in con-
tour strengths is li.rge, cne field may completely dominate the other.

‘t TASK RELATED FACTORS

s There is some evidence to suggest that task variables also aflsct

: binocular rivalry. When twec images are alternating as the dominant one,
it has been found that the rate of alternation decreases as time on the task
increases. The meaning which the observer attaches to the images in each
field also appears to affect the rivairy rate. These findings suggest that

there is a relationship between experience with the task and the degree of
rivalry.

RESEARCH ON HMDS AND BINOCULAR RIVALRY

Although a lar;e body of reses.ch exists in the psyzhological litera-
ture on binocular rivalry, little cata are available on HMD design and

binocular rivalry, Only two studies were located which evaluated HMDs and
binocular rivalry.

Y . The first study, aone by Jacobs, Triggs, and Aldrich (1970), was a
4 qualitative laboratory and flight test evaluation of HMDs. In the evaluations,
binocular rivalry was observed. It was reported that '"rivalry effects were

found, and there was at times a marked latency before a judgment could be {
made. "

Cbservations mady dering the study regarding HMD design param-
eters and binocular ri-alry were: () rivalry appearea tu he greater when the
fields o: view of both syes were uf the same axtent, 2) rivalry appeared to J
be greater when ! oth eyes were accommeodated to the same distance, 3) in a
structured extern:l sc=ne, interaction batween the two scenes was rnore
marked and the HMD irformation was degraded, 4) rivalry was marked when }
the non-Hi4D eye was axposed to high ambieat illumination, an: 5) rivalry )
! did not occur whe:: symholic information was displayed on the HMD,

——

As a result o1 the qualitative laboratory anA flight test evaluation,
Jaccbs, Triggs., and Aldrich (i970), offered the following conclusions:

The HMD ! hage quality in this evaluation was adequate for displaying
symbology and/or cetailed pictorial information. At the present time,
this image quality is considered to be at a level just below that of
conventionally sized CRT displays. The picture brightness with
complex images was adequate, and the resolution «nd shades of gray
representation was comparable to other CRTs.

e e ol Rt i b

The study indicated that interfacing the occluded display with the
human perceptual system resuits in interferencs in the rate of
information transmission. This typé of display ieads to problems
of retinal rivalry which in the daylight flight domain were found to
be significant. Perception of information from the HMD may occur
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enly alter extended latencies. When using sve-through displays, %

ven a satisfactory 'alance between brightnese catering the eye from »

e outside environmant and the CRT brightness, altezrnatioa of :
attention between the xternal scene and the HMD scens can apparently
occur at will, Despity the advantage of independent dark adaptation of
the eyes in the occluded case, the preliminary and tentative indication
is that the sesa-through duvice is preferred. Thie is because seieoiive
attertion to each channel is less impeded in this cystem. Thie
apparent superiority of the see-through display wao probatny height-
ened by the separation of the images arising from the different spec-
tral composition of the HMD image and outside environment and the
different focal plane of the two images.

A more detailed and systematic evaluation of such systems covering
a range of system variables is warranted before these conclusions
can be finalired.

The second study (Cohen and Markoff, 1973) investigated the rela-
tionship between binocular rivalry and visual performance for viewing u
gunaight reticle in one eye and :arget imagery in the other eye, sequertially
and with inter-ocular delay., It was hypothesized that if binocular rival:sv
existed, visual performance would be best when information was presented
to only one eye and worst when presented to both eyes simultaneously. The
results failed to confirm the hypothesis, and it was concluded that the influ-
ence of binocular rivalry on target recognition tasks is negligible with a see-
through display. This finding confirms the observation of Jacobs, Triggs,
and Aldrich (1970) that rivalry does not occur when symbolic information s
displayad on the 1 IMD,

The available literuture on binocular rivalry permitted the definition
of several HMD design parameters and environmental parameters that could
affect binocular rivalry when using an HMD. The literature on HMDs con-
firmed that binocular rivalry occurs with HMDs when viewing complex
scenes, but was insufficient to establish HMD design recommendations
regarding binocular rivairy. The research program described in this report
was conducted to establish the relationships between HMD design parameters
and binocular rivalry.

RESEARCH APPROACH

A series of four laboratory studies and a modulation transfer function
image quality analysis were conducted during the course of the study program,
A qualitative laboratory evaluatior was conducted preparatory to the conduct
of formal laboratory research to get a ''feel' for the binocular rivalry phenome-
non with HMDs prior to construction of laboratory equipment for the formal
research. A screening study which investigated 12 parameters was then con-
ducted to determine which parameters affected binocular rivalry with HMDes.
Next a parcametric study was conducted to establish the functional relation-
ship between binocular rivalry and the HMD parameters identified in
the screening study as having a major impact on binocular rivalry. The

21




final laboratory study was a validation study which compered selected HMD

system configurations in realistic HMD and non-HMD tasks for binocular
rivalry effects,

The image quality analysis evaluated the effects of ambient {llumina-
tion, display luminance, combiner transparency, and angular display sub-
terse on HMD video image quality using modvlation transfer function analysis

techniques. These five study tasks are descrived in the following sections
of this report,
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SECTION 2

QUALITATIVE EVALUATION OF BINOCULAR
RIVALRY EFFECTS ON HMDS

INTRODUCTION

A qualitative laboratory evaluation of those factoro and conditions
thought to promote and control binocular rivalry and improve image quality
in an HMD was conducted. The qualitative evaluation was conducted prepara-
tory to the conduct of formal laboratory research, The purpose of the evalua-
tion was to get a "feel' for the binocular rivalry phenomenon before commit-
ting funds to daovelop laboratory equipment for parametric research, In
addition, evaluation of the effectiveness of a bifocular HMD was conducted,

HMD TASK APPLICATIONS

There are three major types of tasks for which the HMD might be
used: one, superimposing a reticle on the HMD over a target in the ambiont
world; two, detecting or recognizing an object on the display with only
secondary concern with events in the cockpit area or outside the aircraft;
and three, correlating images on the display with objects in the outaide
world. The task of superimposing a reticle over a target requires that the
Teticle image on the HMD be seen simultaneously with the view of the out-
side world; the display must be located directly in front of the eye. The
target recognition task does not require that the two scenes be seen simul-
taneously. By placing the display below the straight-ahead position of the
eyes, a pilot can have binocular vision when viewing the outside world and
may avoid the problem of binccular rivalry when looking slightly downward
to view the display.

For the task of correlating images, the optimum placement of the

HMD display is less obvious, The two scenes are to be correluted, but not
superimposed. By placing the display below the straight-ahead position, the
problems of binocular rivalry are reduced, but the observer must shift his
eyes to perceive one scene at a ‘ime. Although it is not possible to view the
scenes simultaneously, the alternative to shifting the eyes would be to shift
the attontion. However, with the superimposed views, the problems of
binocular rivalry and degraded image quality of the display can be critical.

PLACEMENT OF THE HMD

By placing the upper edge of the displayen virtual image slightly below
the straight-ahead viewing position, the exit pupil is still large enough to see
the entire display. When looking straight-ahead, there is no longer an
obstacle or impediment, and the outside world can be viewed binocularly at
all times. The eyes can easily shift between the two acenes by an rpward or
downward movement, This position below the fcrward line of sight is
referred to as a bifocular HMD,
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METHODOLOGY

A laboratory simulation was set-up to reproduce the crucial features
of HMD visual tasks. An dMD demonstrator and regulation pilot's helmet
and face mask, shown in Figure 1, were modified so that either the standard
(front) or the bifocular position of the display could be used. The HMD worn
in the bifocular position is shown in Figure 2. A projector was used to pre-
sent the image of an F'-14 instrument panel onto a rear-view screen to simu-
late cockpit instruments. A high-intensity lamp was used to create high
ambient illumination. A second projector was used to diaplay grourd scenes
of the outside world onto a large screen slightly above the field of view al a
distance of 20 feet. In addition, an I”’'C video recorder was used to put a
moving scene of an attack on a bridge directly to the disp'ay.

TASKS

Several observers were employed. A variety of conditions were
tried using the standard HMD and a bifocular HMD. One task requirad the
observers to find a target on the HMD that they had been shown on the pro-
jected ground scene. In another task, tie luminance of the cockpit ingtru-
ment panel was varied. In a third task, the observers were required to note
where lights were located in different parts of the room, including to the
right rear, the side on which the display was mounted, Reliance in all cases
was placed on subjective comments rather than quantitative measurements.

SR

Figure !. HMD demonstrator and pilot's helmet and

face mask used in qualitative laboratory
evaluation.
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Figure 2. HMD worn in bifocular
position
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RESULTS

Visual Scene

ot etk

The observers' ability to see the world outside tke display, whether
inside or outside the cockpit, was generally superior when a bifocular dis-
play was used. With slight, normal head movements, the observers' visual
field could be increased with a bifocular HMD so that the blind area was
slight, With a see-through HMD, the visual image of the outside world was
slightly enhanced; although this introduced other complications because of
the superimpositioning of the HMD and ambient scene images.

Vi Rt e i M

Binocular Rivalry

s e s ol s .2

Binocular rivalry was experienced with the standard HMD arrange-
ment. The occurrence of binocnlar rivalry was considerably less and more
easily controlled wih the bifocular HMD. With the bifocular display, either
the observer looked at the outside wor'd or at the display, so that no rivalry
occurred between these two images. Since the bottom of the cockpit area
was generally dark and evenly illuminated, no rivalry existed.
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Image Quality

Image quality was degraded by the reduction in contrast and by
the disruptive superimpositioning of patterns. With the standard HMD at
either the see-through or the occluded display coadition, the brightness
of the displayed image was mixed with the brightness of the ambient scene.
When the outside scene was too bright, the use of a filter over the open
eye helped eliminate the degrading effect of the ambient scene luminance,

Ambient Luminance

A high-intensity light was used to simulate ambient illumination of
approximately 6000 foot-lamberts and was placed within less than three
feet of the viewers' eyes on the side opposite of that of the display. Per-
ception of the display with both bifocular and standard HMDs was affected.
The effect came from the degradation of image quality from the bright

‘light, A 15 percent transmission filter over the open eye and a slight

turning of the head was sufficient to minimize this efrect.,

Eye Dominance

Image quality and binocular rivalry were affected by the relative
luminance of the two images. A critical factor affecting perceived image
quality of the HMD was the difference between the viewer's two eyes. To
see the display clearly with the least effects of degraded image quality

or binocular rivalry taking place, the display had to be viewed through the
dominant eye.

Scene Dynamics

Presentation of a moving or static scene on the HMD had no observ-
able effect on the incidence of binocular rivalry.

GENERAL CONCLUSIONS

The guaalitative evaluation verified the occurrence of binocular

rivalry with HMDs and showed it to be influenced by a number of HMD design A-‘
related parameter:. These findings were used to establish the requirements

for additional laboratory research discussed in the following section of this
report. '
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; SECTION 3

z ' QUANTITATIVE LABORATORY EVALUATION OF BINOCULAR
" RIVALRY EFFECTS ON HMDs

TR T p————r

GENERAL APPROACH

, Because of the large number of variables thought to be involved in the.
i . binocular rivalry phonemenon and since little knowledge was available as to

; : how these variables interact, the research strategy was to narrow the number
of combinations by a series of successively refined observations and
experiments.

The parameters selected to define the initial experimental space are
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shown in Table 1. These parameters were selected from a review of the

TABLE 1. CANDIDATE PARAMETERS AND HMD DESIGN
CHARACTERISTICS

Parameter

Resolution

Field of View

HMD Luminance

Ambient Scene Luminance

Percent Transparency

HMD Eye Presentation

HMD Contrast

Ambient Scene Complexity

HMD Eye I?osition (Bifocularity)

EMD Design Characteristic

CRT Resolution and Optics
Display Size and Optics

CRT Luminance and Optics Losser
Visor Deasity

Combiner

Framing Image Appears framed in Eyepiece
as Opposed to Visor projected type
HMD
Color CRT and Filters
i HMD Accommodation distance Ontics
Er Ambient Scene Accommodation N. A,
: distance

Helmet and Latch
CRT Ccntrast

N. A,

Helmet Latch
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: binocular rivalry literature, the qualitative evaluation, and exploratory
{ experimentation using the HMD simulation equipment developed for this
research,

A single factorial replication using a complete range of values for all
the candidate variables would require thousands of trials. A formal experi-
ment of this magnitude would be very expensive and would likely include vari-
ables that are non-contributory. Therefore, an increasingly refined set of
observations that sampled combinations of variables under controlied labora-

; tory conditions was undertaken to identify critical factors and to elirainate
’L trivial variables.

The objective of the data collection plan was to reduce the number of
observations without losing the desired information. To achieve this, data
collection was divided into three phases: 1) a screening study to determine

" those parameters which contribute significantly to the binocular rivalry
phencmenon., 2) a parametric study to determine the functional relationship
between binocular rivalry and the sighificant parameters determined from the
screening study, and 3) a validation study to determine the relationships of
parameter values found to distinguish between levels of binocular rivalry anl
the effect of these parameter values on target recogniiion and tracking tasks.

LABORATORY EQUIPMENT

configuration to independently manipulate a large number of parameters. This !

was accomplished by using optical projection techniques to simulate the two

visual scenes (HMD and ambient) and a variety of optical and mechanical

controla to manipulate experimental variables as well as to control extraneous

sources of variation. Two slide projectors were employed to project separate

images onto two screens. Figures 3 and 4 show the research apparatus,

Figure 3 shows an overall view of the equipment. The slide projectors,

3 mounted on tripods, cannot be seen as they are behind the rear-projection

i viewing screens. Figure 4 shows a close-up view of a beam-splitter which

E simulated the HMD display surface and part of the optical system used to 1

manipulate HMD accommodation distance. s |
!
|
!

i The research requirements dictated a highly versatile equipment
{

A description of key elements of the equipment is given below as well

3 as the methods for simulating HMD characteristics and manipulating experi«

! mental variables. Where modifications of the equipment were made for a
particular study, those modifications will be described in the later discussions
of each study, The optical equipment required to provide simulation of the two
images and control of the experimental variables was comprised of rear-
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Figure 3. Research apparatus, overall view,

projection screens, irovable slide projectors mounted on tripods, optical
lenses, filters, and beam splitters. Each is described below.

Projection Screens

Two 30- by 30-inch square rear-projection screens were made by a
spray technique depositing a thin uniform translucent diffusing coating onto
one side of 0, V125-inch thick clear acrylic sheet, The screens were
supported in 2 self-standing metal frame that could be raised or lowered
to a desited height. The screen gain was measured and found to be 4, This
is defined as a ratio of the on-axis brightness of the screen display to the
brightness of a perfectly diffuse reflecting screen, Higher gain screens were
not chosen because of the greater fall off in brightness at the edges of the
screen. This is an important factor in maintaining uniform brightness across
the simulated display because the display-to-subject distance was small ‘

(15. 5 inches) and the angle that the light must deflect at the edge of the
screens was large (40 degrees)., The ca-axis measured resolution of the
screen was 202 TV lines per inch.
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Figure 4, Research apparatus, close-up of
beam splitter which simulated
HMD display st rface.

Projectors

Two 500-watt Kodak Carousel projectors with remote controls were
used to project the images onto the screens. They were selected because of
their flexibility, reliability, and brightness output. To limit the physical
space required to set up the apparatus and to get maximum brightness and
maximum resolution, 4-inch focal length Kodak Raptnur lenses were used.
The resolving power of each lens was measured and compared to manufactur-
ing data to ensure that image resolution was not equipment limited. Lens
resolutions ranged from 6,100 to 12,200 optical line pairs, which exceeds
the requirements of simulated display resolution values. The open-gate (no
film) brightness for the maximum projection distance of 6.5 feet was measured
at 560 fL. on the screen. .

Image brightness on the screen was controlled by selecting neutral
density gelatinous filters and placing them in the projection path in conjuuc-
tion with' a variable iris that was used for precision adjustment while the image
was measured with a photometer. This measurement was accomplished by
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placing the photometer in the viewing position of the subject to account for
all optical elements in the visual path.

Beam Splitters

The HMD was simulated by using beam splitters to deflect the HMD
screen image directly in front of one eye. Figure 5 depicts a top view of
this arrangement.

The observer looked straight-ahead, and with one eye viewed the
scene representing the helmet-mounted display (D). This portion of the appar-
atus was movable sc that it could be presented to either eye. The other eye
ai30 looked straight ahead, and viewed t..e image representing the ambient
scene (E). The degree of transmission was obtained by varying the density
of the partially silvered mirror (M) through the use of filters placed behind
the mirror and cut congruent to mirror dimensions. The beam splitters were
metallic coated glass. The coating was deposited in a thin uniform layer so
that in position at 45 degrees to the visual path the reflectance was 90 percent.
The transmission of the beam spiitters without filters was 10 percent. The
shapes of the beam splitters were designed to provide, within the limits of
practicality, the unframed HMD, The unframed display was simulated Ly cut-
ting tue beam splitters into ellipses of proper sizes which, with the proper
combination of optics and HMD image size on the screen, represented various
HMD fields of view. For the framed HMD configuration a large beam splitter
was employed which completely occluded the ambient scene (at zero trans-
mission) to the HMD eye. In this case, field of view was manipulate by
varying the projected image size,

Accommodation Optics

Lenses were used to present images at focal distances of 30 inches
and infinity, Appropriate screen-to-subject distances were chosen in con-
junction with projector-to-screen distances to provide the widest field of
view required. To rmake the image collimated (appear to come from infinity),

olvi /Z89L2D

Figure 5. Top view diagram of research apparatus.
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simple magnifying ophthaimic lenses were used, mountad in eyeglass frames.
These were 2,5 diopter lenses for both eyes to correct for the screen-to-
subject distance of 15,5 inches.

To simulate an accommodating distance of 30 inches for the HMD
scene and infinity for the ambient scens, a second large negative correcting
lens was inserted into the HMD visual path. To make the HMD scene appear
at infinity and the ambient scene at 30 inches, no lenses were used with the
front screen, and the negative lens was used with the side HMD screea.

The corrective lenses restricted the field of view to 50 degrees. The
corrective lensas were 6 inches in diameter.

Control Device

A method for obtaining a quantified criterion measure of binocular
rivalry was developed based on the subjects' subjective cvaluation of HMD
visibility during a l-minute trial. The apparatus provided a measure of the
proportion of time in seconds that the HMD and ambient scenes were pre-
dominant during the task., The subject provided his evaluation of HMD scens
visibility i.e., the degree to which the HMD scene was visible, by moving a
linear - trol lever from full back, to indicate the HMD scene was not visible
at all, ..ough full forward, to indicate 100 percent HMD scane visibility.

The control device was & rectilinear potentiometer, with a . 5-inch stroke
produ-’'\g a control signal which was computed using a Miniac computer as
the - integral of stick deflection from the zero position. The stick was
sprin, ounted and came to rest at the center of its stroke which corresponded
to A sc * of 50 parcent visibility of the HMD scene. The 50 percent :cat posi-
tion pruvided subjects a reference point from which to base HMD visibility

judgments while the spring tension on the control lever provided kinesthetic
feedback ¢ control lever position.

Ir ddition to the HMD visibility scores, the Miniac computer was
program: ..d to record the cumulative time in seconds that the control device
was above the 90 percent HMD visihility position of its stroke or below the
10 percent visibility position. A separate computer cumulative timer was
activated when either of these thresholds was crossed. These scores pro-
vided a me» sure of alternation predominance of the two visual fields.

MA'NIPULATION OF INDEPENDENT VARIABLES

A description of the methods for manipulation and control of the
experimental variables is provided below. Operational definitinns of the
variables, values of levels selected, and the rationale or equipment limita-
tions for selected values will be discussed separately under each study
heading.
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. HMD display resolution levels were simulated by defocusing the
profected HMD images. A resolution chart was placed in the projector and
defocused until the ruquired resolution could be read off the display screen.
Without changing focus, The HMD scenes were interchanged with the resolu-
tion chart, and ths defocused scenes were photographed at each resolution
value, By this rephotographing method, the simulated HMD resolvtion values
were refained on film, obviating the requirement to manipulate projector
focus during the actual running of the experiment. To change HMD resolu-
tion, it was ouly necessary to change slides.

HMD Contrast

Contrast was maaipulated by rephotographing projected slides with
varying amounts of ambient lighting to wash out contrast. Average image
intensity wao matched for all conditions. The contrast levels were photo-
graphed for each HMD scene at each resolution level on both color a:. 1 black
and white film.

HMD Field-of-View

Field-of-view was manipulated by varying the size of the projected
HMD image. Because of certain combinations of optics and HMD screen-to-
subject distances necessary to vary accommodation, HMD screen image six2
was not constant for all HMD accommodation conditions to produce a given
FOV value. Consequently, it was necessary to calculate the screen image
d‘mensions for FOV values for each HMD accommodation condition. The
projector-to-screen distances required to achieve the necessary image sise
for each FOV-accommodation condition were then marked so that the pro-
Jroctou could be easily moved to the appropriate distance when required.

o maistain proper projector/screen alignment when changing projector
distances, lengths of 3/4-inch plywood, approximately 3 feet in width by
8 feet in length, with runners on one side along which the projector tripods
could be moved, were secured to the floor.

e

Accommodation
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Accommodation distance for both screens was manipulated by com-
binations of optics and subject-to-screen distances. For the ambient scene
screen, ounly two screen positions were required, 15.5 and 30 inches. At
the 15,5 inch screen position, subjects were required to wear eyeglasses
with 2. 5 diopter lenses. The focal length of these lenses was 15. 5 inches
and the eye was accommodated at infinity when objects were viewed at that
distance.

e e . ot L
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The positive and negative correction lenses which were required to
accommodate the HMD scene at infinity when the ambient scene was accom-
modated at 30 inches and to accommodata the HMD screen at 30 inches when
the ambient screen was accommodated at infinity, necessitated different
subject-to- screen distances because of the effect of their insertion into the
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HMD scene visual path, Appropriate HMD screen distances were calculated
and marked on the apparatus table so that the screen could be correctly
placed for any required HMD-ambient accommodation condition combination.

Frunin!

Framed and unframed HMD configurations were manipulated by chang-
ing the size of the beam splitters presented to the eye. In the unframed con-
dition, beam splitters were cut in the shape of ellipses and permanently glued
to a round narrow shaft which was inserted into a support arm. The sise of
ellipses was determined by the screen image sise for the various HMD fields-
of-view and was just large enough to contain the entire HMD 4:3 rectangular
format when placed just in front of the viewing eye at a 45 degree angle.
Thus, in the unframed configuration, only that portion of the ambient field
which was covered by the beam splitter was occluded (at sero percent trang-
parency) to the HMD eye. The area of ambient field occlusion varied, of -
course, with HMD field-of-view, or beam splitter sise. Occluded ambient
field area was 33, 67, and 100 percent for the 9/16 x 13/16, 1-1/8 x 1-5/8,
and 1-3/4 » 2-1/2 inch beam splitter dimensions representing, respectively,
the 15, 30, and 45 degrees HMD field-of-views which were investigated.

A large (7.5 x 10, 0 inches) beam splitter, shaped as a right triangle
with rounded angles, was used to simulate the framed HMD configuration.
For this condition, the entire ambient field was occluded to the HMD eye at
zero percent transparency. )

HMD and Ambient Luminance

Luminance values were manipulated by inserting filters into holders
which had been attached in front of the projector lenses for this purpose.
Fine adjustments, which were necessitated by the varying densities of the
photographic imagery, were accomplished by varying the aperture of the
iris diaphragms which had been mounted between the projector lenses and
the filter holders.

A photometer was used to control luminance values while making
projector adjustments. A large photometer aperture was used to obtain an

average scene luminance reading. For the HMD scene, pkotometer measure- -

ments were taken off the beam splitter so that all optical surfaces in the
subjects' visual path were accounted for. Only that portion of the ambient
scene upon which the HMD scene was directly superimposed was measured
to obtain ambient scene values. This was done to coatrol for luminance
variance across the ambient scene imagery.

Percent Transparency

e A rm s mmnAm A

Manipulation of this variable was accomplished by fixing variable
transparency filters or opaque masks to the obverse side of the beam sgplitters

to reduce transparency downward from the 10 percent limit of the beam
splitters.
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Eye Prasentation (Cominance)

The ulgpu'tt\u was constructed to allow presentation of the HMD to ;
either eye. To accomplish this, the HMD projector and screen were set up

on either the right or left side of the apparatus table. The beam splitter
support arm was rotated 90 degrees to position it at a 45 degree angle to the
appropriate eye. Accommodation optic supports were located on both the
right and left side of the beam splitter.

[P PR

Ambieat Scene Complexity | !

The compiexity of that portion of the ambient scene oa which the
HMD scens was supsrimposed was varied by shifting the position of the
ambisnt scens on the ambient scene projoction acreen.

Color

HMD imagery was photographed in both color and black and white.
Ambient scene imagery was photographed in color only.

SCREENING STUDY

Pr-r3e

The purpose of the screening study was to determine which of a large
number of parameters had a significant effect on binocular rivalry in helmet-
mounted displays. Twelve factors were identified as potentially important
contributors. Even when these 12 factors are limited to two levels each, a
single replication of a complete factorial design would require 4096 observa-
tions. The increase in precision of estimates accruing from the factorial
arrangement of a study of this magnitude far exceeds necessary require-
ments and, indeed, is likely to uncover statistically significant effects
which are, for practical purposes, trivial. Of the 4095 degrees of freedom
for the total factorial design, 401 degrecs of freedom are associated with
interactions of four or more factors. Since interactions of four or more factors
typically have ro effects on human performance, to collect data for the purpose
of ferreting out these nonexistent effects is wasteful. Therefore, a fractional
factorial for selected factor combinations was used. In an experiment formed
from less than one replicate it is not possible to estimate each effect sepa-
rately, Hencs, & quantity calculated to estimate a particular effect will in
general depend also on the true value of one or more other effects, usually
interactions. A good fractional factorial design is one which estimates esach
main effect, and if possible, each two-factor interaction, in such a way as to
be intangled (aliased) only with high-order interactions involving three or more
factors.

In a recent analysis of human factors experiments based on 121
articles and 239 statistical analyses found in the journal Human Factors
between 1958 and 1972, three factor interaction effects were considered
negligible in over 95 percent of the experiments. Morecver, the rmore factors
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studied ii\ a single experiment the smaller was the proportion of variance
accountsu for by such interactions (Simon, 1973). It is apparent that the
assumption that three-factor interaction and higher order interactions are
negligible is the most parsimonious one to make,

Several fractional factorial design alternatives exist in which main
effects and two-factor interactions are aliased with three-factor and higher-
order interactions. Design selection was based on three considerations:

1) total number of data points (size of the fractional replication), 2) number
of subjects required, and 3) number of observations required per subject.

12 The design selected was a 1/32 fractional replication of a complete

27" factorial arranged in 16 blocks (subjects) of eight observations per block
requiring a total of 128 observations. The number of data points required by
this design was considered sufficiently large to ensure precise point estima-
tion and powerful significance tests, while retaining economy of experimental
effort. Fractional factorials may be arranged with or without subject block-
ing. I subjects are not used as blocks, however, two advantages are lost.
First, a lnrge number of subjects would be required, one for each data
point. Such . targe sample of subjects was not available. Second, when
large inter-subject variability in performance is expected (pilot studies indi-
cated this to be the case), blocking increases precision of treatment effect
estimation and consequently the power of statistical tests, since the variance
attributable to subjects can be partitioned from the error term. The design
selected used a large enough subject sample to reasonably ensure random
error distribution while keeping the number of observations per block within
reason. This latter consideration was based on the observation that subjects
may learn, with time, to voluntarily control predominance of alternation of
the disparate images in a binocular rivalry situation. That is, there may be
a learning effect withtraining under binocular conflict. To avoid prolonged
experience with the phenomenon, block size was kept small,

Since all three-factor and higher-order interactions were assumed
negligible, all main effects and two-factor interactions aliased with the
three-factor and higher-order interactions were measurable. In the selected
design, all main effects und 58 of the 66 two-factor interactions were
measurable. Information on eight of the two-factor interactions was sacri-
ficed to make use of the advantages of blocking. Obviously, many of the
66 two-factor interactions could be eliminated as having any potentially
important effect, and which intexactions could be sacrificed was under partial
control of the experimenter. The experiment was organized so that the
eight unmeasurable two-factor interactions were those which were assumed
a priori to be non-existent. These are identified later,

Imagery

Ambient scenes (non-HMD imagery) consisted of two scenes, an F-14
front cockpit (Figure 6), and a ground scene of the Hughes Aircraft landing
strip photographed from a hill adjacent to the tacility (Figure 7). The cockpit
and ground scenes were used for the 30 inch and infinity ambient scen:
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Figure 6. F-14 front cockpit ambient scene,
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Figure 7. Ground scene ambient scene.
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accommodation conditions, respectively. The HMD scene was taken from a
portion of the ambient scene representing a sensor field-of-view of 18 degrees

and included a helicopter, located adjacent to the runway, as a target image.
Figure 8 shows the HMD scene,

b Since the question under investigation was the effect of binocular

‘ rivalry in HMD systems, and because the criterion measure of binocular

; rivalry was the degree of HMD image visibility (contrasted with a target

recognition task), it was not considered necessary to use more than one

HMD scene, To use additional HMD scenes would have entailed a larger
effort in collecting and processing the additional imagery as well as intro-

} duced problems of control over variation in image parameters (resolution,
contour strength, contrast, etc.) across the various scenes. This additional
expenditure of experimental effort was not deemed warranted,

3 Operational Definitions of Independent Variables

Table 2 shows the 12 parameters and the levels of each investigated
in the screening study,

HMD resolution was defined as the number of active TV lines across !
the vertical dimension of the display simulated by defccusing the slide
projector lens. The values used (165 and 630 TV lines) were coneidered to
represent a minimally acceptable resolution Jimit and an upper limit currently

operational, Figure 8 shows the HMD scene at the two resolution values for k
the black and white condition.

T Y

HMD field-of-view was defined as the size of the displayed image. The
values chosen, 15 and 45 degrees of arc at the subject's eye, encompass the i
range currentiy used in HMD systems.

Y . T

HMD transparency was defined as the percent of light fron. the i
ambient field which reached the HMD eye and was simvulated with partially
; silvered beam splitters in conjunction with filters. While large upper values 1
might have been used, the beam splitter limit of 10 perceat was considered
k a maximum for high ambient illumination ambient scene conditions. The
occluded, zero percent, was an obvious lower bound.

HMD framing was defined as presenting the image on a beam )
splitter just large enough to contain the image (unframed) or on a large beam
splitter which totally occluded the ambient scene to the HMD eye (framed).

HMD color was defined as Kodachrome or black and white positiv.

transparencies. Figure 9 shows the simulated HMD color image at the high
resolution, high comtrast condition.

b e i et B o

HMD eye presentation was defined as presentation of the HMD image
to either the right or left eye.
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Figure 8, HMD scene at the two resolution levels
inve stigated.
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TABLE 2. PARAMETERS AND VALUES USED IN SCREENING STUDY

Parameter : Parameter Values
HMD Resolution _ 165 and 630 active TV lines
HMD Field of View 15 and 45 degrees
HMD Transparency Zero and 10 percent
HMD Framing Framed and unframed
HMD Color Monochrome (black and white) and

Color
HMD Eye Fresentation ' D&minanﬁ and Non-dominant eyes
HMD Luminance 0.28 and 8 fL
HMD Accommodation Distance 30 inches and infinity
HMD Contrast Ratio 4.6 and 21, 9(2 :
min

Ambient Scene Luminance 0.28 and 8 fL
Ambient Scene Accommodation . 30 inches and infinity
Distance '
Ambient Scene Complexity Low and High (relative)

HMD luminance was defined as the average scene luminance, in
foot-Lamberts, measured off the beam splitters. The lower (0.28 fL) value
was selected as a minimally acceptable lower limit., A higher upper limit
would have been desirable, but higher values were precluded because of
the limit imposed by projector output and by the densest transparency. How-
ever, since relative differences were considered of more interest than
absolute values at this stage of experimentation, the limits imposed (0. 28
and 8.0 fL) were considered acceptable. :

HMD accommodation was defined as the distance at which the HMD
image is brought into focus (accommodated) by the eye. The levels
selected (30 inches and infinity) are operational value limits.

HMD contrast was defined as the ratio of the brightest image area to

the darkest averaged across all the HMD transparencies. Contrast values
could not be predetermined since transparency contrast is a function of

40




L - SEYETTTRWYT R T YT OTTY B T T T T WL T E T T RS T OTOAT TAR TUTeEeR T e AR Ty S R Y
8
‘
3
]
l

a i

Rt i "o o T

L i salenlann

Figure 9. HMD color scene.

photographic materials and procedures such as film type, initial exposure,
processing solutions. processing time, temperature, etc., and is highly ]
variable, Contrast ratio values were measured after final processing, The ;
values obtained, 4.6 and 21.9, were considered adequate to determine the i
effect of contrast on binocular rivalry. Figure 10 sho.7s the high and low '
contrast values, at the high resolution, black and white HMD configuration,

Lal

st 4

e i

Ambient scene luminance was defined as the average luminance of
that portion of the ambient scene upon which the HMD image was super-
imposed. The high luminance value (8.0 fL) was limited by projector output

and transparency density. The lower 0. 28 fL value was selected to be the
same as the lower HMD luminance value.

Ambient scene accommodation was defined as the distance at which
the ambient scene image was accommodated by the eye. The selected levels,

30 inches and infinity, were chosen to represent a standard cockpit viewing
distance and out-the-window viewing, re spectively,

Ambient scene complexity was defined as the amount or number of
contours per area in the ambient scene image upon which the HMD image
was superimposed. Since the number of contours could not be precisely
defined due to the use of real-world rather than artificial, controlled imagery,
the complexity values are relative rather than absolute. For each ambient

scene, high and low complexity areas were selected. Low complexity areas
contained almost no contours in each case.
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b. 4.6 contrast ratio

Figure 10. HMD scene at the two contrast levels .
investigated.
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Dependent Measures

The three measures of binocular rivalry recorded from the
operator's response device are defined below. Percent of HMD visibility
: was defined as the average response lever position, on a linear scale from
! zero to 100 percent, sver a l-minute trial, as recorded by the Miniac
computer in 10ths of a percent,

HMD image predominance was defined as the lotal number of seconds
, the response lever was in the 90 to 100 percent position during the l1-minute
i } trial, measured in 10tas of a second.

Ambieat scene image predominance was defined as the total number
of seconds the response lever was in the zero to 10 percent position during
the l-minute irial, measured in 10ths of a second.

T r—T T YT e A T T

Subj- cte' Task

Sabjects were requested to evaluate the visibility of the helicopter
in the HMD scene by moving the response lever forward (increased visi-
bility) or backward (reduced visibility). Subjective evaluations of the per-
ceptual process during binocular rivalry when viewing complex scenes is
difficult, since parts of both scenes are perceived, and it is not always
possible to determine which parts belong to which scene., It was believed
_ then, that subjects would have extreme difficulty in evaluating the visibility
4 of the total HMD scene and, consequently, scores would be highly variable ]
: and inscnsitive to manipulation of experimental parameters. To test this
: hypothesis, a pilot study was conducted to compare the task of whole
scene evaluation against the task of evaluating a specific, recognizable tar-
get, under various conditions. As expected, the whole scene visibility
evaluation task produced highly variable response scores and failed to
3 discriminate between different treatment conditions. The helicopter visi-

s bility evaluation task, on the other hand, produced consistently reliable
scores which were highly sensitive to manipulatior. of HMD conditions. !

Research Design
L A 1/32 fractional replication of the full 212 factorial design was
employed, arranged in 16 blocks of eight observations per block. Each of
the 16 subjects was presented eight of the 128 treatment combinations of
[’ the 1/32 fractional replication. Manipulation of HMD eye presentation was
v the most time consuming variable change d'.ring the running of the experi-
ment, since it required dismantling and reassembling the optical system.
For this reason, eye presentation was systematically assigned within blocks,
presenting four of the eight treatment combinations first to one eye and the
remaining four to the other eye, rather than randomly assigning all eight
treatments within blocks. This was done to facilitate procedural efficacy
as the optical system change was then required only once for each subject as
opposed to multiple changes if treatments were randomly assigned. Eye
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presentation order was counter-balanced across subjects. The four
treatment combina..ons within each eye presentation condition were ran-
domized, and subjects were randomly assigned to blocks. Table 3 shows
the design model.

TABLE 3. DESIGN MODEL FOR SCREENING STUDY

Blocks

1 2 3 4 8 6 7 (]
(1) bodeghitm  gAjk bedem ebodefgh «f5km obod fik  afphm
abed noghjkm obodohsk o“m ofoh Sedfjkm osk dokfphm
edefgijk bfm cdef Sohjkm ok ecdeghm abgh eodejkm
obefphsik acdfm abef ocdfghjim  odjk boghm odgh Sejkm
bophjhim dl belm doghjkl odefyhim obcfghl odefghim  abofyhl
odghjkim abes! adim oboaphjhl  defjbim dfghl boafphim <Gkl
Sdefim ekt bdefghjkim  cft . sophim obdejki ogkim obdeghl
acefim obdfghikl  acefghjkim  addf! bdghlm okl ddjkim ol

L 10 n 12 13 14 18 16
ccdefgyl - ebfhkim acdefikl obfgjim bzl cdeghim bpki edelgim
el . cdfikim defhkl cdfgilm sodisl obagk!m acdghl obelfim
oAkl obodegiim  agjl obodehkim  bedefghl Njim bodeshil Johim
bodhbl " agflm bedgyi ehkim adfohl abodfhjim  eefijl abedfphim
obdefAkm oJgi sbdefgim  acfhk rgkm bdody chjm bdogd
oafbkm - bdfgy cefgim bdfhk obdghkm aoeky obdAjm aongh
odogjm ] obchkm adeg; dafhjm befeh defphkm Wy
dgjm beehk dAkm beegj sboefhjm adfek sbofpkns  adflj

Pracedure

Subjects

Fourteen male and two female Hughes engineers served as subjects.
One additional subject participated in the ex; *riment, but his data were not
used in the statistical analysis, because Le L.ad been previcusly trained in
the use of syecial binocular optical devices which introduced rivalry and had
acquired iz ability to see either image at will, Consequently, his HMD
visibility scores remained invariently high across treatment conditions.

Apparatus

The experimental apparatus we.e used as described in the Equipment
Sectinn above.

Subjects were brought into the laboratory, seatcd at the apparatus,
and given a copy of the experiment instructiona. The instructions are con-
tained in Appendix B of this repori. After reading the instructions, the ,
apparatus was adjusted and aligned for each subject to ensure that the HMD !
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scene was properly framed in the beam aplitter and superimposed on the
ambient scene in the carrect position. Once these adjustments were made,
the following procedure was employed on all training and test trials.

A subject was asked to place his chin in the chin rest, close his eyes,
and signal the experimenter when he was ready to begin. The experimenter
turned off the ambient room illumination, cleared the computer, and said,
"One, two, three, start', simultaneously pressing the computer START but-
ton and a stop watch with his verbal command ''start. " At the command start,
the subject opened his eyes and began moving the response device according
to his subjective judgment of the HMD scene helicopter visibility. After’

60 seconds, the experimenter said ''Stop' and pressed the computer HOLD
button to lock in the criterion scores. Percent visibility and field predomi-
nance scores were read from the computer digital readout display by turning
a dial to the appropriate channel. Scores were recorded on pre-prepared
data sheets.

Two l-minute trials were given for each treatment condition during
test trials to provide an estimate of reliability of the binocular rivalry
criterion measures. Following the two l-minute trials, ambient room
lighting was turned on and subjects were asked to take another seat in the
' laboratory, away from the apparatus, so that the experimenters could make
the appropriate chiunges for the next condition. The pre-prepared data sheets
listed parameter levels for each treatment condition in equipment terms to
expedite the required apparatus changes. Because of the large number of
parametera, all of which required adjustment on every trial, extreme care
was taken to ensure that appropriate parameter combinations were set up.
One experimenter read the required conditions to the second experimenter
‘t while the latter made the adjustments. The two worked together making

luminance changes, one making projector adjustments and the other reading
luminance values on the photometer. After all adjustments were made, one
experimenter called them out a second time while the other ‘doublechecked
the equipment. Equipment changes took between 6 and 8 minutes. Once the
equipment was double checked, the subject was reseated at the apparatus to
i begin the next trial.,

e

! Eight l-minute training trials (at four conditions) were given to

! familiarize the subjects with the procedure, the response device, and the
binocular rivalry phenomenon. Because of the time involved, elaborate

‘ equipment adjustments were not made between training trials. Instead,
resolution was changed by defocusing the projector lens, and luminance
ratio and background complexity were arbitrarily adjusted merely to provide
the subject experience with various degrees of HMD image predominance and
to provide the experimenter an estimate of reliability of the subjects'
responses. The subjects were instructed to judge the visibility of the HMD
target image independent of the quality of the image. Before each trial, the
subjects were shown the HMD scene without the ambient scene so they could
judge HMD image percent visibility — not HMD scene image quality.
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After completing the test trials, eye dominance of tha subjects was
measured. The significance of the eye presentation parameter was not
presentation to the right and left eyes, but was pruent;tion to the dominant
and nondominant eyes, which differs between subjects. It was necessary,
therefore, to determine the eye dominance, if any, of each subject. No
unambiguous technique for measuring degree of eye dominance is known.
However, for those subjects who exhibit eye dominance, techniques are avail-
able to determine which is the dominant eye, Severesl methods were employed
to make this determination. First, an attempt was made to use the experi-
mental apparatus to determine eye dominance. The rationale was: given
two stimuli matched for contour strength (c. g., two slides containing the
letter '"R'", one of which is reversed), any difference in percent visibility
scores could be attributed to eye dominance. However, this method slso

proved to be ambiguous, and since simpler and less time consuming tech-
niques were available it was not used.

The method used employed a cardboard viewing device, shaped like

a flat, rectangular box, open at one end. A sketch of the device in shown
in Figure 11,

ARECTANGULAR VERTV:AL INK LINE 0
CUTOUT

’ >

12"

88062, 228¢L

i'igure il. Eye dominance test device.

The subjects were asked to hold the device up to their f{ace covering
their eyes and focus on a vertical ink line drawn on the rear panel. The
object was to move the slidin rdboard strip so that the rectanguldr cut-
out was centered over the li~ With the eyes accommodated 2t the vertical
line, two images of the rect...;gular cutout are seen, since it is. out of focus,
If eye dominance is present, one of the cutout images will appear more
salient, and this image will be centered on the vertical line,” The experi-
menter then examines the position of the cutout relative to the center line of
the box, If the cutout was off center to the right, the subject was considered
right eye dominant. Off center to the left implied left eye dominance. Sub-
jects who have little or no eye dominance will see both cutouts as equally
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salient. In such cases, subjects were asked to make s forced choice to
place them in either the left or right eye dominant group.

The ambiguity of eye dominance determination method arises from

; those individuals who have only a slightly dominant eye or where neither

Mo eoye is dominant (at least not measurably so with availatle techniques). With
such individuals, a second, simple technique (used by the Los Angeles Police
Training Academy for establishing eye dominance for pistol training) was
used as an attempt to reduce ambiguity. Subjects were asked to focus on a
small object on a far wall, extend either hand, and with both eyes open,
encircle the object within a circle made by the forefinger and thumb of the
exteanded hand. By closing just one eye and then the other, eye dominance

: is established by determining with which eye the object is still encircled.

: This method also produced ambiguous results with some subjects, but with
the two miethods combined all subjects were identified as either right or

left eye domisant, five of tha 16 subjects being borderline cases. The final
breakdown was nine right-eye dominant and geven left. Eye dominance was ‘

determined after all data collection trials were completed.

Results and Discussion

e :
L When more than one measurement is taken on the same subject under
the same treatment condition, it is not statistically valid to consider each

measure as independent for analysis purposes. Two courses of action are 3
available: 1) the scores may be averaged and considered as one score, or 1
2) independent analyses may be performed on each score, Poth methods b
were used to analyze the two ccorea (trials) obtained for each subject- |
condition combination,

First, two separate analyses of variance were performed, one on
the first score obtained for each subject under each condition, and one on
the second score. This was done in order to obtain an estimate of reliability
of the criterion measure. A reliable measure should produce essentially
the same results in terms of significant effects and rank order of effects in
terms of proportion of variance accounted for (Eta squared), and this
proved to be the case. Table 4 shows a comparison of first and second {
score analysis mean squares and Eta Square values for the HMD percent
visibility dependent measure. The complete analyses are not shown,

IR I T W e T e a e A e

R
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The same seven main effects were identified as significant in each
analysis. I can be seen that the mean squares for significant main effects,
3 subject effects, and error differ very little between the two analyses. Over.
all grand means are separated by less than two percentage points. The
separate analyses for HMD and ambient scene predominance criterion
] measures showed similar reliability.

Since the criterion scores proved to be highly reliable, either anal-
ysis could be used to interpret the data. To use only one of the scores,
however, would mean to discard half the available data. When more than
one estimate of parametrin effects is available, the best policy is to pool
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TABLE 4. COMPARISON OF FIRST AND SECOND SCORE ANALYSES
FOR HMD PERCENT VISIBILITY

First Score Second Score
Pearcent Percent
Mean Square Eta? Mean Square Eta
Background Complexity 24,736.4¢ 24,7  25,937.85  26.8 ‘t
Resolution 8, 731. 66 8.7 8,438.49 8.7 !
HMD Luminance 5, 426. 28 5.4 5, 370. 40 5.5 ‘
Ambient Luminance 3,490, 26 3.5 3,332.30 3.4
E HMD Accommodation Distance  3,290.56 3.3  4,214.71 4.3 i
Field of View 2, 529. 44 2.5 1.531.22 1.6
f? Contrast 1, 445,87 1.4 1,254.38 1.3
i .
; Subjects 888.18 13.3 740.82 11.5
? Error 246.48  10.3 157.63 6.8 i
!
; Grand Mean 70.90 69. 02
: the estimates. Thus, an average of the two scores in each condition was ,
taken and this average score was used in the final analysis for each criterion
. measure. }
HMD Visibility !
Table 5 shows the analysis of variance summary table for the HMD i
b visibility criterion measure. Because of the large number of two-way inter- :
| actions (58), only those significant beyond the 0. 05 alpha level are shown,
l Listed in order of proportion of variance accounted for iEu squared), i
] the following seven parameters were identified as having significant effects i
on HMD percent visibility: !
L Percqnt 1
Parameter Eta s
F Ambient Scene Complexity 26.3 "
Resolution 9.0
; ' HMD Luminance 5.6
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HMD Accommodation Distance 3.9

Ambient Scene Luminance 3.5

FOV 2.1

HMD Contrast _l__4_
Total 51,8

The effects of ambient scene accommodation, HMD transparency, eye
dominance, HMD color, and HMD framing were not significant, Significant
main effects and interactions, plus subject effects, accounted for 38.2 per-
cent of the total variance.

! Figures 12 and 13 depict the parameter main effects. (Note that the
! graphs are truncated between zero and 40 percent. ) It can be seen that
ambient scene accommodation, HMD transparency, eye dominance, HMD
color, and HMD framing had no effect on HMD visibility. With one excep-

i tion, all significant main effects can be interpreted in terms of the relative
E‘ o contour strength of the two visual fields.

|

i

Ambient scene complexity had by far the largest single effect on
HMD visibility. This was the expected outcome based on the binocular rivalry

|
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Figure 12, Results of screening study — HMD visibility, significant effects
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Figure 13. Results of screening study — HMD visibility,
non-significant effects.

literature and pilot studies conducted prior to the acreening study. Other
contour strength related HMD parameters, such as resolution, contrast,

and luminance play a secondary role to the relative number or amount of
contours of the ambient scens. Becauase the contribution to the total variance
of ambient scene complexity is so large, little or no information on other
parameters of interest can be gathered if it is not controlled or systematically
manipulated. In an actual flight situation, however, the relative difference in
amount of contours of the two visual fields is not controlled and depends upon
the particular image displayed on the HMD, and the visual scene viewed with
the contralateral eye. The relative difference between the complexity of the
two disparate fields can be constantly changing. It might be said that the
amount of information which can be extracted from a given HMD system
depends on where the pilot/operator is looking. Given a homogensous field
presented to the non-HMD eye, e.g., open sky, little or no rivalry will be
experienced, provided, of course, relative luminance differences are not so
great as to wash out the HMD. The more complex the ambient scene, the
greater the amount of rivalry that will be experienced. Figure !2a shows

that the lcw complexity ambient scene resulted in an average HMD visibility
score of 84 percent compared with a score of 56 percent for the high complexity
condition,
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The second largest effect on HMD visibility was attributable to HMD
resolution. Figure 12b indicates an increase of 16. 4 percentage points at
the 630-line resolution condition over the 165-line condition. Higher HMD
resolution presumably increases the contour strength of the FMD image and
increases its visibility, given a constant contralateral image.

Figure l2c shows that the HMD luminance condition of 8 fL resulted
in a 13 percentage point increase in HMD visibility over the 0. 28 fL condi-
tion. For a constant ambient scene luminance, increases in HMD luminance

increased the contour strength of the HMD image resulting in higher visi-
bility &cores.

The significant main effect of HMD accommodation distance is
puzzling., The infinity HMD accommodation condition produced significantly
higher HMD visibility scores than did the 30-inch accommodation ccndition.
It was not expected that the two levels of either HMD or ambient scene
accommodation would differentially effect HMD visibility. The expected out-
come was that HMD visibility might be influenced when the accommodation
distances between the two scenes were different but not when they were the
same. In other words, a significant interaction effect was expected between
HMD and ambient scene accommodation, but neither main effect was expected
to be significant. Figures 12e and 13e show the mean scores for the 30-inch
and infinity accommodation distances for HMD and ambient scenes, respec-
tively. The average HMD scene visibility scores for the two levels of
ambient scene accommodation distance are identical, according to expecta-
tion, The significant effect of HMD accommodation may have resulted from

some equipment artifact; although, the source of the artifact is not immediately

apparent, A possible explanation is that at the infinity accommodation condi-
tion, the projector acreen was actually closer (15.5 inches) to the subject's
eye than at the 30-inch condition. The increase in visual acuity resulting from
the closer eye-to-screen distance might account for the higher HMD visibility
scores for the HMD accommodation parameter, but this does not explain why

the same effect did not obtain for the ambient scene accommodation parameter.

Ambient scene luminance had an inverse effect on HMD visibility
scores as shown in Figure 12d. Increases in ambient scene luminance
increase the contocur strength of the ambient scene image relative to tliat of
the HMD image, which consequently results in low HMD visibility scores.

The 15-degree HMD field of view produced significantly higher HMD

visibility scores than the 45 degree condition. Comparison of the mean
scores is shown in Figure 12f.

As previously mentioned, the contour strength of the retinal image of
the open eye will depend upon where the operator is looking. However, for a
given contour strength of the non-HMD retinal image, changes in HMD FOV
(for a fixed HMD scene) result in a change of relative contour strength between
the two disparate images. That is, for two disparate retinal images of given
contour strengths, decreases in HMD FOV will increase the contour strength
of the HMD image relative to that of the non-HMD image. This increase in
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: , HMD image contour strength will increase the predominance (or visibility) of
i the HMD image. This is not to say, however, that smaller FOVs should be
recommended to increase HMD visibility, since the contcur strength of both
images is continually changing in a real world situation. FOV design recom-
mendations must be made relative to such consideration as sensor type,
sensor FOV, target size, mission, and pilot task.

TR TG T e

The differences in binocular rivalry found in this study as a function
of HMD FOV are gignificant only in terms of the binocular rivalry phenomenon
. and must be related to operator performance data with real-world tasks.
E‘ Smaller FOVs may aid the operator's ability to see a target displayed on his
: HMD, but unless the target size is sufficient for recognition rothing will have
: been gained by using a small FOV.

A comparison of the means of the two HMD contrast conditions is
shown in Figure 12g. Average HMD visibility scores were significantly
higher for the high contrast condition. The amount of variance accounted for
by the contrast parameter, however, was only 1.4 percent. The range over
which contrast was varied was not large. The high contrast condition was
high only in a relative sense and was, in actuality, a normal photographic
contrast. Low contrast transparencies were prnduced by washing out the
normal contrast transparencies with ambient lighting, as mentioned earlier. i
A larger contrast effect probably would have been obtained had the range over
which this parameter wes varied been larger.

e e

Thirteen two-factor interactions were found to be significant at or
beyond the 0. 05 significance level. The proportion of variance accounted for -
in all cases was less thar 2 percent, which indicates that the effects are 4
sall. Additionally, it can be seen from Figure 14 that, taken separately,

tne slopes of the interzaction curves are in the same direction for many of 3
the interactions. This indicates that the interaction effects are spurious and |
couid be removed by an appropriate transformation of the criterion scores. .
For those interactions where the curves were not in the same direction, the 1

differences in slope were small. Moreover, even if transformation of the
criterion scores could not remove the interaction, more than half the inter-
action effects are clearly spurious. For example, the ambient scene lumi-
3 nance hy ambient scene accommodation interaction is not interpretable from 3
theoretical or practical HMD system application considerations. It may be |
interpreted, however, upon consideration of the fact that, for face validity, 4
two different scenes were used for the two ambient scene accommodation
{ distances; a cockpit scene for the 30-inch distance and a ground scene for the
1 infinity distance. The two transparencies differed considerably in average
scene brightness even though the brightness of the area of HMD superimposi-
;' tion was controlled. If real, the interaction effect is most likely due to the
two scenes rather than to accommodation distance.

T TN T, g

T
el b o i

A discussion of the interaction effects is not considered meaningful i
for the following reasons: 1) many of the interaction effects are spurious,
2) many of the interaction effects could be removed by transformation of the
data, and 3) even if some of the interaction effects are real, the proportion of
variance accounted for in each case is so small, any such effects are trivial.
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HMD Predominance

Table 6 shows the analysis of variance summary table for HMD image
predominance. HMD predominance was defined as the percentage of the total -
viewing time during which this image was perceived at a visibility of 90 per-
cent or more. :

Listed in order of proportion of variance accounted for (Eta Squared),
the following six parameters were identified as having significant main
effects on HMD predominance scores:

Percznt
Parameter Eta
Ambient Scene Complexity 23.9
HMD Resolution 14.9
HMD Field of View 2.9
HMD Accommodation Distance 2.4
HMD Contrast 1.7
HMD Luminance 1.4

The effects of ambient scene luminance, ambient scene accommoda-
tion distance, percent transparency, eye dominance, color, and framing
were not significant. Significant main effects and interactions, plus subject
effects, accounted for 74. 3 percent of the total variance. Figure 15 shows
the main effects for HMD predominance.

The results of the HMD predominance measure are essentially the
same as the HMD visibility criterion measure, with the exception of the two
luminance parameters. HMD luminance accounted for only 1. 4 percent of
the variance with the HMD predominance measure compared with 5. 6 per-
cent for HMD visibility. While ambient scene luminance accounted for
3.5 percent of the total variance of HMD visibility, it failed to achieve
statistical significance for this measure. This lack of significance can be
explained by the larger error term for HMD predominance, which was 10.3
percent of the total variance compared with 8.2 percent for HMD visibility,
If an error term for HMD predominance is calculated at 8. 2 percent of the
total variance, the ambient scene luminance parameter attains significance
at the 0, 05 alpha level,

" Ten of the 58 two-factor interactions reached significance at the
0. 05 alpha level, however, many are considered to be spurious, due to the
measurement scale, and in any case, the effects are trivial, accounting for
less than 2 percent of the total variance in each instance. The interaction
effects are shown in Figure 16.
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Ambient Scens Predominance

Table 7 shows the analysis of variance summary table for ambient
scens predominance, i.e., the percentage of total viewing time during which
the ambient scene was perceived at a visibility of 90 percent or more.

L.isted in order of proportion of variance accounted for (Etaz). the
following four parameters were identified as having significant main effects
on ambient sceny predominance:

Percegnt

Parameter _Eta®
Ambient Scene Complexity 17. 4
HMD Luminance 8.9
HMD Resolution 4.5
Ambient Scene Luminance . 4.0

The effects of HMD contrast, ambient scene accommodation distance,
HMD transparency, HMD accommodation distance, eye dominance, color,
framing, and FOV were not significant. Main effects and interactions, plus
subject effects, accounted for 78.1 percent of the total variance. Figure 17
shows the main effects for ambient scene predominance. Ambient scene
predominance scores were inversly related to HMD visibility and HMD pre-
dominance scores. For example, ambient scene complexity, which had the
largest single effect, had higher ambient scene predon.inance scores associ-
ated with the high complexity condition while the reverse was true for HMD
visibility and predominance scores. This is, of course, the expected outcome.

The four significant interaction effects are shown in Figure 18. The
proportion of variance accounted for by three of the interactions indicates that
the statistical relationship is moderately strong. The slopes of the curves,
however, indicate that the interaction effe ts, while not trivial, could be
removed by an appropriate transformation of the raw scores.

While the statistical analyses are in essential agreement, a discrep-
ancy exists between the results of the three criterion measures. The two
luminance parameters, which had significant effects on HMD visibility, had
little or no effect on HMD predominance, but were highly significant for
ambient scene predominance. This difference between the two predominance
measures was not expected and raises the question of the appropriateness of
the response measures. The predominance scores were recorded primarily
«8 a measure of the alternation cycle during rivalry. It was felt that identical
average visibility scores could result from various combinations of control
lever input, For example, an average HMD visibility score of 50 percent
could result from moving the response lever full forward (100 percent) for
30 seconds, then full back (zero percent) for 30 seconds, or from leaving the
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F response lever at the 50 percent visibility position for 60 seconds. The i
combinations resulting in the same score are infinite. It was judged that by :
; collecting predominance scores, it would be possible to distinguish between
different alternation cycles. It was observed during the experiment, how- j
ever, that subject response patterns were consistent and showed the expected s
alternation of the two visual fields. From a consideration of the error terms 1
in the three analyses (8. 2, 10, 3, and 17, 4 percent Eta“ for HMD visibility, !
HMD predominance, and ambient scene predominance respectively), the HMD
visibility scores appear to be the most reliable, Taken together, the pre~
dominance measures, bacause of their discrepant results and larger error
variance, are not considered as valid a measure of binocular rivalry as is
the HMD visibility measure for this study,
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The greater variabllity of predominance measures may be att ribusted
to intervening procesees, such as response bias or perceptual set, to which
the predominance measures were mora sensitive than the visibility messure,
becanuse the former were activated oaly at the extreme ends of the coatrol
lever stroke. There is evidence from the data to indicate that intervening
processes may have influenced the measures of binocular rivalry.

The overall grand mean for HMD visibility was 70 perceat. Since
the averags quality of the HMD imagery was inferior to that of-the ambient
scene imagery due to resolution values (assuming no large difference in
amount of contour per area), the grand mean value was expected to be iess
than 50 percent. Since it cannot be assumed that an {somorphic relationship
exists between perception in rivalry and response device input, it is not
clear whether the HMD visibility grand mean represents the average percep-
tual response or whether it has been influenced by an intervening process.
Caution is necessary in categorizing an effect as perceptual when it may be
something else. The problem arises because the investigation of perceptual
phenomena, such as binocular rivalry, cannot make use of direct observation
of the process.

The grand means of the predominance scores also indicate the poasible
influence of intervening variables. According to the alternation model, pure
oscillation between the two visual {ields should result in an overall mean of
30 seconds or 50 percent for each field, provided the stimulus strength of the
two images was equal. Alternation is not complete, however, and a transi-
tion stage is experienced where portions of each image are parceived. Thus,
the predominance score for either image was expected to be less than 50 per-
cent, Furthermore, the average quality of the HMD images was inferior to
that of the ambient scene images due to the resolution and contrast values.
Consequently, HMD predominance was expected to be less than ambient scene
predominance, based on image related parameters. The respective HMD and
ambient scene predominance grand mean scores of 45,3 and 15 percent are
not according to expectation and suggest either greater contour strength in the
HMD imagery or the influence of intervening processes. Since there was no
a priori reason to suapect inherent contour strength differences between HMD
and ambient scene imagery, the grand means of the criterion measures, which
are biased in favor of the HMD scene, are probably best interpreted in terms
of intervening processes.

Two intervening processes suggest themselves as possibly biasing HMD
visibility and predominance scores. The first is response bias. It is possible
that subjects tended to favor moving the response lever forward rather than
backward (for anthropometric or other considerations), thus influencing the
grand means in the direction of higher HMD visibility and predominance
scores and lower ambient scene predominance scores. A method of control-
ling for response bia, is to alternate the direction of responss device move-

ment associated with each visual field in a balanced fashion so that for each
subject, on half the trials increased HMD visibility would be indicated by for-
ward movement of the response device, and on half the trials by backward
movement of the control iever. This method of controlling for response bias
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was considered, but was rejected since it was deemed that changing the
direction of movement representing a particular szsene would only confuse

the subjects on an already difficult task. Moreover, since the response device
was spring loaded and came to rest at an easily discernable 50 percent HMD
visibility position, it is not felt that the effect of response bias, if any, was
large.

The second intervening process, perceptual set, is considered a more
likely candidate for influencing scores in a direction favorable to the HMD
scene. The effect of set in perception is well documented. The general princi-
ple is that the individual is '"prepared' implicitly or explicitly,  for a certain
stimulus input, The input is actively dealt with on the basis of this prepara-
tion. The perceived input is at least partly dependent on the nature of the
preparation, One way to provide perceptual set is through instructions. In
the present study, subjects were asked to judge the visibility of the helicopter
in the HMD scene, but to make no effort to see the helicopter. It was neces-
sary to select a '"target'' image for evaluation of rivalry since not to do so
was too confusing a task due to image complexity. Instructional emphasis on
p " the HMD image, then, may have induced a set to sec this image even though
i subjects were asked to make no effort to se= either image. These latter
3 instructions were given on the basis of reports from Hughes engineers and

: pilots experienced with HMD systems that some individuals, with proper
concerntration, can see either image at will, Others are able to learn to do ©
this with training., It was mentioned earlier that the data from one subject
was discarded because of his ability to see either imnage on demand. It is
suggested that further research on binocular rivalry in HMD systems explore
psychological variables such as perceptual set, training, and attention and
] physiological variables such as fatigue to determine their effects on percep-
. tion in rivalry in general and their influence on operator performance using
| real-world tasks with HMD systems specifically. ]

- r— 7 ——

E Conclusions ¥

ey

The following seven parameters were identified as having statistically
] significant effects on binocular rivalry as measured by percent visibility of
the HMD target image: 1) ambient scene complexity, 2) HMD resolution,

3) HMD luminance, 4) HMD accommodation distance. 5) ambient scene lumi-
nance, 6) HMD field-of-view, and 7) HMD contrast. With the exception of ]
HMD accommodation distance, all significant main effects were interpreted
on the basis of relative image contour strength. It was concluded that the : {
higher HMD visibility scores associated with the infinity condition of HMD
accommodation may have been an artifact of the apparatus and/or imagery
used for this study. In any case, since the HMD design trend is toward an
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infinity HMD accommodation, the results were accepted as valid, and the
HMD simulation apparatus was set up for infinity accommodation for the
subsequent parametric study. '

Although 13 of the 58 measurable twc-factor interactions showed
statistical significance, it was concluded that the strength of association
was trivial based on the large sample size and, thus, an interpretation of
these interactions was not pursued.

Because of some discrepancies in the data and relatively large e:ror
variances, it was concluded that the HMD and ambient scene predominance
criterion measures were not appropriate measures of binocular rivalry for
this study. The 'screpancies in the data were interpreted as attributable
to intervening processes rather than as an elucidation of the basic visual
mechanism under investigation. It was concluded that the predominanca
measures were more sensitive to the intervening processes than was he
HMD visibility measure, and for this reason the former were not used in
subsequent studies.

As mentioned above, it was decided to control HMD accommodation
distance at infinity for the parametric study ratner than explore it param-
etrically. Similarly, since ambient scene complexity is not a design con-
sideration, it was concluded that this parameter should be controlled
(because of its very large contribution to criterion score variance) rather
than examined at various levels, Although the contribution of HMD contrast
to the total variance was small (1. 4 percent}), this parameter was considered
to be important in binocular rivalry related to HMD display design and
should be examined with a larger range cf values,

PARAMETRIC STUDY
Purpose

The parametric study was conducted to determine the functional
relationships between binocular rivalry and those parameters identified
from the screening study as having important effects on binocular rivalry
with HMDs. Based on the results of the screening study, five parameters
were eselected for investigation in the parametric study, These parameters
were HMD resolution, HMD target contrast, HMD luninance, ambient
scene luminarce, and HMD field of view.
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: Imagery

New HMD imagery was required to expand the range of resolution
and contrast levels, To better control contrast values, HMD imagery was
photographed under controlled conditions. A model M60 tank was photo-
graphed against a plain white background on high and normal contrast film,

Since the screening study showed that ambient scene accommodation
distance did not effect HMD visibility scores, this parameter was fixed at

infinity and a ground scene was used for the ambient scene, Figure 19 shows
| the ground scene used.

Operational Definitions of Study Parameters

Table 8 shows the values of each of the five parameters examined in
the parametric study.

Table 9 shows the values at which the remaining seven parameters
were fixed,

Operational definitions of all the parameters were the same as in the

screening study. Figure 20 shows the parametric study HMD tank images
for the nine resolution and contrast conditions.
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Figure 19,

Ambient scene used in parametric study.
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TABLE 8, PARAMETERS AND PARAMETER LEVELS FOR
PARAMETRIC STUDY

et B it

Parameters Parameter Values
| Resolution 263,525, and §75 TV lines
Contrast 2. 2:1, 4, 8:1, and 24, 3:1
B
max
(z2=2)
min
Average HMD luminance 0. 28, 8.0, and 80 fL

Average ambient scene luminance 0, 28, 8, 0, and 80 fL

Field of view 15, 30, and 45 degrees 1

TABLE 9, FIXED VALUES OF PARAMETERS NOT ‘
PARAMETRICALLY EXAMINED 1

e e Tut Rt SO oo S CEEA el e, R, A Gt - el . onf

Parameter | Fixed Value 1
HMD accommodation distance Infinity ;
Ambient scene accommodation distance Infinity ;
»i Eye presentation Left Eye

{ Framing Unframed
Color/monochrome : Black and White :
Transparency 0. 05 percent i
Ambient scene complexity High l i
|
.
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Dependent Measure

The dependent (performance) measure for the parametric study was
HMD visibility as defined for the screening study.

Subjects Task

The subject's task was the same as described in the screening study.

Research Degig

To establish functional relationships between HMD parameters and
binocular rivalry, it is necessary to examine each parameter at three or
more levels, Ag five parameters were selected for investigation, a com-
plete factorial study at three levels would require 243 data points for a single
replication, Since the screening study showed that intersubject differences
are large (accounting for better than 14 percent of the total variance) and

becauae of the large sample size required, between-subject designs were
to be avoided,

A complete factorial within-subjects design would require 243 obser-
vations per subject. It was not considered reasonable to submit subjects to
such an extended number of trials, Therefore, it was necessary to select
a within-subjects design with reduced block size. Additionally, the existence
of carry-over effects (e, g. learning with time on task) in binocular rivalry
was to be avoided, Consequently, it was considered necessary to keep the
number of trials per subject small to minimize such effects.

Three within-subjecte design alternatives were considered to reduce
the block size: 1) severzl smaller experiments, 2) a central-composite
design, and 3) a fractional factorial of the full 35.

The small studies considered were 32 and 33 complete factorials.
The first presented no problems, but the second still required 27 observations
per subject, which was considered too large. Thére was no way to reduce
block size, since neither an incomplete blocks or Youden square design (to
use ambient scens complexity as a second blocking dimension) exists for
27 treatments. This approach was therefore rejected.

The central-compusite design posed the same problem, Even though
the total number of observations was reduced, the number of trials required
per subject was considered too large, Moreover, central-composite designs
require specified, preselected values of parameter levels. Since it was not
practical to achieve these values for all parameters (e, g. , contrast), this
design approach was also rejected.
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A fractional replication of the complete factorial offered the advantages
of reducing both the sise of the whole experiment and the number of trials
per subject, With this approach, information on three-factor and higher
interactions is sacrificed; however, these interactions were considered
negligible. The screening study indicated that even two-factor imteractions
were not important, Therefore, a fractional replication within subjects
" design was selected for the parametric study.

-

e

A 1/3 replication of a full 35 factorial design arranged in nine blocks
(subjects) of nine observations per block was used. All two-factor inter-
actions except field of view by contrast were measurable. The nine treat-
ment conditions within each block were randomized, and subjects were
randomly assigned to blocks, Each subject was measured twice under each
‘ : condition, and an average of the two measurements was used for data analysis.
: The design model is shown in Table 10,

e T

TABLE 10, DESIGN MODEL FOR PARAMETRIC STUDY

TR

i}:l A mwh
L2 3 4 s
| o 00000 22002 11001 23200 11202

N 10101 02100 21102 03001 21000
20202 12201 01300 132102 01101
22110 11112 00111 11010 00012
03211 21%1¢ 10313 21111 10110
13012 01011 30010 01313 90311
11220 008232 32321 00130 33122
210321 10090 03032 10331 02220
01122 20131 12120 90033 120321

; 8 7 8 9

00201 11100 00102 22101
| 10002 21301 10300 02202
20100 01008 20001 12000
22011 00210 22212 11311
02112 10011 02010 21012
2 12210 20112 12111 01110
: 11131 33620 11032 000321
21223 03121 21120 10122
01020 13332 01231 20220

Subjects

Nine of the Hughes engineers used in the screening study were randomly
selected to serve as subjects.

B s

Apparatus

The experimental apparatus, as described for the screening study,
was used without modification,
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Procedure

Subjects were brought into the laboratory, seated at the apparatus,
and given a copy of the experiment instructions. The instructions are pre-
sented in Appendix B of this report. Experimental procedure was the same
as that used for the screening study with the exception that the HMD image was
the tank rather than the helicopter used in the screening study. Also pre-
dominance scores for the two visual fields were not taken for the reasons
outlined in the discussion of the screening study results,

Results and Discussion
Table 11 shows the analysis of variance summary for the parametric

data,

TABLE 11, ANALYSIS OF VARIANCE SUMMARY: PARAMETRIC STUDY,
HMD PERCENT VISIBILITY

Percent
Sums of |[Degrees of| Mean Significance Eta
Source Squares | Freedom | Square |F-Rate Level Squared
Resolution (A) 778. 6 2 389.3| 1.89 <0, 25 0.6
Contrast (B) 2884. 4 2 1442, 2| 7.00 <0. 005 6.0
HMD 15876, 7 2 7938. 3| 38,52 <0, 001 32, 0
luminance (C)
Field of 117.5 2 58.8| O0.29 >0, 25 0.2
view (D)
Ambient scene | 12984, 5 2 |6492.3 | 31.50 | <o0.000 | 26.0
luminance (E)
AB 801, 2 4 200, 3 0. 97 >0, 25 1.6
AC 650, 7 4 162, 7 0. 79 >0, 25 1.3
AD 1147, 8 4 287. 0 1. 39 >0. 25 2,3
AE 830, 4 4 207. 6 1. 01 >0, 25 1.7
BC 212. 6 4 53, 2 0, 26 >0, 25 0.4
BE 75.5 4 18. 9 0. 09 >0. 25 0.2
CDh 655, 0 4 163, 8 0.79 >0, 25 1.3
CE 959. 3 4 239, 8 1.16 >0, 25 1.9
DE 429.1 4 107. 3 0.52 -0. 25 0.9
Subjects 5599. 9 8 700, 0 3. 40 <0, 05 11,0
Error 4946, 6 24 206. 1 - - 9.0
Total 50125, 4 80
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HMD contrast, HMD luminance, and ambient scene luminance had
significant effects on HMD visibility, while HMD resolution and FOV did
not. None of the two-factor interactions was significant at the 0, 05 alpha
level, Significant main effects and the effects of subjects accounted for

75 percent of the total variance, Figure 2] illustrates the main effects of
the five parameters,

$<0.001
Eu? = 26%

]
)
|
ez~ 0A

£<0.001
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Eul « 3%
2 - -
0 | 1 . | A 1 3
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' £<0.008 r>0.20 . »0.28
® Eu? = o% Eu? = 2% N el - 02%
- p—
E
J -
® |- - = /
-]
> © R
o L -
=
b 4
* oL i i
0 | - 1 1 1 1 i 1 ! L
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Figure 21. Results of the parametric study.

The largest effects were due to the two luminance conditions, As
expected, HMD vig.bility scores were positively correlated with HMD lumi-
nace and inversely related tc ambient scene luminance, The large effects
of the luminance conditions can be attributed to the larger range over which

these parameters were varied compared with the range of values of the same
parameters in the screening studv.,

The effect of contrast was .lso larger in the parametric study than in -
screening study (6 percent versus 1. 4 percent of the total variance, respec-
tively) which, again, can be attributed to the greater range of values investi-
gated, It can be seen in Figure 21c that HMD visibility increases from the
low to medium contrast values, but remains virtually unchanged from
medium to high contrast. It appears that contrast effects are most salient
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st the lower values, Beyond a certain point, increased contrast apparently
has little influence on contour strength,

Resolution failed to significantly effect HMD visibility scores in the
parametric study, while the effect of this parameter was large in the screen-
ing study, accounting for 9 percent of the total study variance. It can be seen
from Figure 21d that the highest and lowest resolution values differ by only
7. 2 percentage points. It should be noted, however, that the lowest resolution
value used in the parametric study was 263 TV lines while the lowest screen-
ing study value for this parameter was 165 TV lines. The effect of resolution
muy also be minimal beyond some threshold value lying between 165 and
263 TV lines.

The effect of HMD field of view also had no significant effect on
visibility scores. Figure 2le shows the slope of the curve for this parameter
to be nearly level, The effect of FOV for the parametric study is not con-
sonant with the results of the screening study, where this parameter showed
significantly higher HMD visibility scores for the 15-.degree FOV condition,
Hecause of the discordant results of the parametric and screening studies,
the effect of HMD field of view on the measure of binocular rivalry used in
these studies is uncertain, In any case, the effect, if any, is not large and
is likely a trivial one. The significant effect of FOV in the screening study
accounted for only 2.1 percent of the total variance,

Conclusions

It appears that while image related parameters such as resolution
and contrast affect binocular rivalry, their influence is only manifest at low
operational levels which are impractical or undesirable in operational situa-
tions. Reducing binocular rivalry by severely degrading HMD image
quality, to make the ambient scene predominant, is not a practical soiution
to the problem, Low resolution and low contrast HMDs arc not recommended,
The information gleaned from the present studies with regard to the effect of
resolution and contrast on binocular rivalry in HMD systems is not without
merit, however, The binocular rivalry problem with such systems is mani-
fest when the operator wishes to attend to either the HMD or ambient scene
and experisnces competition from the contrzlateral field, For example,
instrument reading may be impeded by binocuiar conflict from the HMD iriage.
In such cases, binocular rivalry may be reduced, relative to the ambient
scene, if the pilot is provided the capability of reducing HMD image 1:elated
parameter values via controls provided for that purpose, For example, the
pilot could simply turn the HMD brightness or contrast down to eliminate any
binocular rivalry and make the ambient scene predominant,

HMD and ambient scene luminance produced the largest effects on HMD
visibility scores, together accounting for 58 percent of the total variance,
Figures 21a and 21b show the functional relationship of the two luminance
parameters to HMD vigibility ecores, HMD luminance is positively related
to HMD visibility, while ambient scene luminance bears an inverse relation-
ship to HMD visgibility. Scene luminance, therefore, appears to be the key
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parameter for the incidence and control of binocular rivalry and the
resultant scene visibility,

VALIDATION STUDY

L Pumgu

The screening and parametric studies provided data to establish
HMD coaditions to which binocular rivalry is sensitive, using a quantitative,
continmuous judgmental performance criterion measure. The validation
study was conducted to determine if these conditions differentially affect
operator performance on real-worid tasks and thereby validate the judg-
mental performance measure used in the screening and parametric studies.

Any situation where a disparate image is presented to sach eye pro-

duces binocular rivalry, Image related parameters may be manipulated to

¢ enhance one image while suppressing the other in a binocular rivalry situa-

t tion, but this is not to say rivalry has been reduced or eliminated. Binocular
rivalry is still present, albeit only one image is perceived, since ths other

\ is totally or almost totally suppressed by the dominant field. Binocular

F , rivalry is eliminated entirely only when one of the disparate images is

§

removed. With HMD systems, for example, rivalry is eliminated if the

. operator closes the non-HMD eye so that the HMD image is seen without
i interfersnce, or conversely, if the HMD is shut off so that only the ambient
scene is seen. Binocular rivalry is not present (by definition) in either of
the above situations, but both are operationally untenable, It is thus not
possible to talk about reducing (or eliminating) binocular rivalry independently
of which visual field dominatés or suppresses the other, Rivairy can only be
i‘ considered reduced with specific reference to one of the visual fields, Reduc-
q ing rivalry in terms of increasing the saliency of the image of a particular 3
‘ visual field, increases rivalry with respect to the reduced salioency of the ]
' contralateral visual field.

e o g

In the validation study, the effects of binocular rivalry on operator *
performance were examined at three levels specific to each visual field
using separate tasks, For the HMD visual field, a target recognition task
was used to determine the effects of 1) no binocular rivalry, 2) a rivalry
situation where the HMD visual field was enhanced, and 3) a rivalry situation
where the HMD visual field was suppressed. A tracking task was employed
to determine the effects of the three binocular rivalry conditions when the
operator was required to attend to the ambient visual field,

e s A il it mn

To simulate the above conditions, two HMD and two ambient scene
configurations were employed. Since iuminance was the only ambient scene
parameter (other than scene comiplexity) found to significantly effect HMD
visibility, only this parameter was varied for the ambient scene. For the
HMD scene, two levels of resolution, contrast, and luminance combinations
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were examined, The two configurations of each visual field were qualitatively
designated as the good and poor conditions. The good and poor configuration
of each visual image was examined at both configurations of the contralateral
visual field. In addition, to provide baseline data, both configurations of
each field were examined where no contralateral image was present, i e.,
where binocular rivalry was absent. This resulted in a comparison of six
conditions for each task.

A seventh condition, a bifocular Hl.D configuration which used the
good configuration for both the HMD and ambient fields, was also examined,
The bifocular condition is & method of eliminating binocular rivalry by plac-
ing the center of the HMD below the horizontal line of sight, Thus, when the
operator is attending to “he ambient scene, the HMD is not in the line of sight
of either eye and binocular conflict is prevented, To view the HMD, the
operator shifts his eyes downward, as when using bifocal eyeglasses. Since
the ambient scene perceived by the non-HMD eye which results from this
angle of view is of a darkened cockpit area, binocular conflict with the HMD
image is greatly reduced.

For each task, seven conditions were examined, five of which were
identical for each task, The two conditions for each visual field which had
no competing field (no rivalry) were task specific. In all, nine experimental
conditions were examined, Theso are shown in Table 12,

TABLE 12, EXPERIMENTAL CONDITIONS FOR VALIDATION STUDY

HMD Ambient Scene
Condition Configuration Configuration Task
1. Good None Target recognition
only
2. Good Low Target recognition
and tracking
3. Good High Target recognition
and tracking
4, Poor None Target recognition
only
5. Poor Low Target recogniticn
and tracking
6. Poor High Target recognition
and tracking
7. None Low Tracking only
8. None High Tracking only
9. Good (Bifocular) High Target recognition
. and tracking
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Apparatus

The cquipment described in the Laboratory Equipment Section wae
modified for the validation study in the following way. The ambient scene
was not optically projected as it was in the screening and parametric studies;
consequently, the projection screen for this scene was removed, In its
place, a 3 by 3-foot plywood board, painted flat black, was mounted to the
apparatus table directly in front of the operator and perpendicular to his
line of sight. An enlarged (full scale) color print of the F-14 front cockpit
used in the screening study was mounted on the board, A 2-1/2 inch diameter
galvonometer was then inserted into the plywood directly covering one of the
dials on the color print, To reduce glare from ambient lighting, the glass
was removed from the instrument, This dial was to serve for the tracking
task, Figure 22 shows the modified apparatus,

PRy

. L .

Figure 22, Research apparatus for validation study,

The control lever for measuring HMD visibility was removed and a
laterally tracking joystick was mounted in its place, This was the control
for the ambient scene tracking task,

e A SND i ek o

Txe galvonometer indicator moved across the dial face in response
to a pure sine wave input from the Miniac computer, By moving the control
lever laterally in response to a sine wave of opposite phase, the dial indicator
could be kept at the null (center) position, The computer measured the error
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between the sine wave input and the control lever output to provide tracking
error scores.

The projector used to project the ambient scene in the screening and
parametric studies was removed from its tripod and placed on a amall stand
to the right of the seated operator on the apparatus table. This projector
was used, without slides, to provide controlled lighting for the ambient
scene. Ambilent scene luminance was adjusted by varying the size of the
projector iris diaphragm aper.ure,

A digital readout timer was used to measure target recognition time.
Subjects were provided a response button which stopped the timer upon
target recognition,

l’malog

The ambient scene was not optically projected and thus required no
imagery. Because of the targst recognition task requirement that any tar-
get image be seen only once to preclude subjects learning the targets'
location, seven targets were selected for presentation, one for each target
recognition task condition. The targets were two comymand posts (two
targets), a truck within a truck part, a self-propelled gun emplacement, a
tank in a column, a SAM missile, and two automobiles (one target). Two
example targets are shown in Figure 23. The targets are circled for identi-
fication in Figure 23. They were not circled when presented to the subjects.

The 4- by 4-inch positive transparency target imagery was placed in
the Hughes Remote Piloted Vehicle (RPV) Simulator and photographed off
the RPV display on 35-mm positive transparency film. Resclution and
contrast values were adjusted with controls incorporated into the RPV simu-
lator for that purpose.

Operational Definitions of Experimental Conditions

The good HMD condition was defined as 650 active TV line resolution,
29:1 contrast (Bmax/Bmin), and 10 (L luminance. The luminance value was
the average scene luminance limited by projector output and the transmit-
tance of the most dense target transparercy.

The poor HMD condition was defined as 240 active TV lines,
6:1 contrast (Bpmayx/Bmin), and 0.3 fL luminance. These latter levels were
considered minimal operational values. Figures 24 and 25 show two target
images for the good and poor HMD conditions.

The quality of the ambient scene could be altered only through lumi-

nance changes. This was accomplished by using the slide projector as a
light source to illuminate the cockpit color print and the tracking dial.
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gure 23, Two example targets used in validation study

80




Good HM

a,

b, Poor BMD
Figure 24, Example target used in validation study
at good and poor HMD configurations,. '
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b, Poor HMD

Figure 25. Example target used in validatian study
at good and pe. r HMD configurations.
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The high ambient scene conditicn was defined as having 10 fL reflected

luminance. Luminance readings were taken from the dial area of the color
print,

The low ambient ecene condition was defined as having 0, 3 fL
reflected luminance, For the HMD and ambient scene no-rivalry conditions,
the respective projectors were turned off.

HMD field of view was 30 degrees, Since the operators' task with
respect to the ambient scene required monitoring a cockpit dial, this scene
was placed 30 inches from the subjects' eye. The HMD was accommodated
at infinity and prescented to the left eye. HMD transparency was 0, 05 per-
cent and the display was unframed.

Dependent Measures

The dependent measure for the target recognition task was target
recognition time measured in 10ths of a second, The dependent measure
for the tracking task was integrated tracking error measured in volts.

Operator Tasks

For the target recognition task, the operator was required to search
the HMD scene for the prebriefed target, press the response button upon
locating tne target, and point the target out on the screen so that the experi-
menter could determine if the correct target has been recognized. The
tracking task required the operator to keep the ambient scene dial indicator
at the null position for a 60-second trial,

Subjects

Five Hughes engineers and two Air Iorce personnel served as
subjects.

Research Design

The target r=cognition and tracking tasks were analyzed as separate
experiments. Since unique experimental design applications were required
for each dependent measure, a different experimental design was employed
in each case.

A 7 by 7 Latin square was used to balance the seven conditions within
the seven targets and seven subjects for the target recognition task, Fig-
ure 26 shows the Latin square arrangement. The seven conditions within
the square correspond to the condition numbers listed in Table 12. Order
of presentation was randomized for each subject within the restriction of
balance required for the Latin t juare. With this design, the main effects
of subjects and targcts were removed, thus increasing the precision of
estimates of study conditions effects.
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Figure 26. Experimental design for the
target recognition task.

A balanced randomized blocks design was used for the tracking task,
This design is shown in Figure 27, '

TREATMENTS
AL

2 3 5 6 7 8 9

1662, 22940

SUBJECTS
A
»

7
k -

Figure 27, Experimental design for
tracking task.
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The seven treatment conditions correspond to the conditions numbered
in Table 12. Order of presentation was randomized and subjects were
randomly assigned to blocks. The effects due to differences arnong subjects
were removed from estimates of conditions effects with this design.

Both of the above designs were replicated once, since even two
replications would require double the experimental effort. The single replica-
tion precluded en estimate of within cell error. If the assumption that all
two and three-factor interactions are negligible could be validly made, the
pooling of these interactions could be considered an estimate of experimental
error., This assumption, however, was not considered valid, particularly
with respect to the target by treatment interaction in the target recognition
task. Hence it was expected that the error terms would be large and the
power of significance tests of treatment effects reduced. For this reason,
alpha level was set at 0, 20 rather than the conventional 0, 05 to increase
the power of the statistical tests, since it was considered more costly to over-
look a true difference between condit! ans than to falsely accept the null
hypothesis of no difference,

Procedure

Subjects were brought into the laboratory, seated at the apparatus,
and given a copy of the experiment instructions (se~ Appendix B), After
reading the instructions, the apparatus was adjusted and aligned for each
subject to ensure that the HMD scene was properly framed in the beam
splitter and superimposed on the ambient scene in the correct position. The
superimposition placed the ambient scene tracking dial in the center of the
HMD scene. Once the equipment adjustments were made, the following pro-
cedure was followed on all training and test trials.

Subjects were shown sketches of the target scene prior to each trial.
After being briefed on the target, the subject placed his head in the chin
rest, closed his eyes, and signalled the experimenter when he was ready to
begin. The experimenter then inserted the correct target slide in the pro-
jector and said, '"One, two, three, start,' and started the digital timer. On
the command ''start', the subject opened his eyes and immediately searched
the HMD scene for the target. When the subject located the target, he pressed
his response button to stop the timer and then pointed to the target he had
recognized so the experimenter could determine whether or not he was cor-
rect. Recognition time scores were recorded on prepared data sheets.

Following each target recognition trial (except for the two conditions
where the ambient scene projector was turned off), tracking task trials were
conducted. For this task, the sukject again started with his eyes closed and
on the experimenter's command ''start'’, opened his eyes and attempted to
keep the dial indicator at the null pcsition using the control, The computer
sine wave input was initiated simultaneously with the command ''start' and
was programmed to stop automatically after 6C seconds. Tracking error
scores were read off the computer display and entered cn the data sheets,
Each subject was given the nine test conditicns,
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For the no-rivalry target recognition conditions, the ambient scene
iL projector was turned off. Since all trials were conducted with no ambient
; room illumination, no interference from the ambient scene was present,
‘ since it was not visible, Conversely, the HMD projector was turned off for
the tracking task no-rivalry conditions.

!
E Subjects were given three training trials on each task prior to data
' collection to familiarize them with the apparatus and experimental procedures.

Results and Discussion

P For the two cases vhere target recognition was incorrect, recognition
time scores of 20 seconds were used for analysis. The longest time for a

; correct recognition was 18 seconds, Table 13 shows the analysis of variance
summary table for target recognition time scores.

TABLE 13. ANALYSIS OF VARIANCE SUMMARY:
TARGET RECOGNITION TIME
Sums of |[Degrees of| Mean Significance Percsnt
Source Squares | Freedom |Squares |F-Ratio Level Eta
Between 124, 68 6 20, 78 12 ]
Subjects i
Within 544, 62 42 i
Subjects
Conditions | 319, 14 6 53.19 4,58 <0, 005 32 i
Targets 225, 48 6 37.58 3. 24 <0, 025 22
Residual 348, 37 30 11,61 34
Total 1017, 67| 48
As expected the error term was large, accounting for 34 percent of f
the total variance, In spite of this, the HMD conditions effects were highly
significant and accounted for 32 percent of ‘he variance, ]

Given the significant overall F test for treatment effects, the Scheffe
method of post-hoc comparisons was used to evaluate comparisons among i
meaus, Unlike planned comparisons, there is no requirement that post-hoc
comparisons be independent, The significance of comparisons using the i
Scheffe method are found by the use of confidence intervals, Any confidence
interval that excludes zero is considered significant and identified as one
possible contributor to the overall significance, The meaning cf the confi-
dence intervals for the Scheffe post-hoc comparisons is interpreted as ’
follows, Considering all possible comparisons, the probability is one minus
alpha that each confidence interval is true simultaneously for all comparisons,
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That is, for alpha set at 0. 20, there is a 20 percent chance that one or more
confidence intervals will not cover the corresponding true comparison value.

Figure 28 and Table 14 show the mean target recognition time scores
in seconds for the seven conditions.

(17 Y

TARGET RECOGNITION TIME, SECONDS
@
L

BIFOCULAR HMD GOOD HMD  POOR HMD GOOD HMD GOOD HMD POOR HMD POOR HMD
HIGH AMBIENT NO AMBIENT NO AMBIENT LOW AMBIENT HIGH AMBIENT LUW AMBIENT HIGH AMBIENT

Figure 28. Validation study target recognition time performance
for all conditions.

TABLE 14, MEAN TARGET RECOGNITION TIME, SECONLS

- I A e T Ak SR LB b At o ds Al Sl PR A, O e M i b i st R

HMD Ambient Scene Mean Time,
Condition Configuration Configuration Seconds
e ——
1 Good None 2. 26 !
2 Good Poor 2. 36
3 Good Good 4, 74
4 Poor None 2. 34
5 Poor Poor 7. 43
6 Poor Good 9. 06 o
9 Good (Bifocular) Good 1. 96 ':
-
&7 4
{
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Table 15 shows the confidence intervals for the comparisons of
interest with alpha equai to 0. 20.

L, TABLE 15, CONFIDENCE INTERVALS FOR COMPARISON OF TARGET
E ' : RECOGNITION TASK CONDITION MEANS
:
| Confidence Sig:‘iﬁcnnt
"' Comparison Conditions Interval ects
_ =
1. Good vs poor HMD, |1 vs 4 -5.61 = ‘l S +5.45
no ambient
2. Good vs poor HMD, |2 vs § -0, 40 < ¢zs 410, 60
low ambient
3. Good vs poor HMD, |3 vs 6 -9.85 ¢ s +1,11
high ambient 3
4, Good vs poor HMD, |TI; 2, 3ve 4,5,6|-6.10 = ¢45 - 0, 22 *
all ambients
5. High vs low 5vs 6 «-7.16 < ¢5 =+ 3.9
ambient, poor HMD |
6. High vs low 2vs 3 -3,15 = ¢6 <+ 7.9 R
ambient, good HMD {’
7. High vs low 3. 6vs 2,5 -4, 22 s¢7 < + 0,22 ]
ambient, all HMDs
8. Good HMD, low 2ve b -1?...23..1i8 £ .1,17 *
3 ambient vs poor '
: HMD, high ambient ]
{ 9. Good HMD, high 3vs 5 -2.84 s¢9 s + 8.22 1
{ ambient vs poor 1
‘ HMD, low ambient i
. : i
10, Rivalry vs'no 2,3,5,6 vs +0.66 s 4, s 46, 74 * ‘
rivalry 1, 4, 1 )
11, Bifocular vs 9ve 2,3,5,6 |+0.29 <¢ ; S+1.59 *
rivalry 1
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The comparisons of the good versus poo~ HMD configurations at each
ambieni condition (compa.isons 1, 2 and 3) were not significant, while the
same comparison (4) averaged ac.u8s all three ambient conditi ~us was sig-
nificant. The reason for this is that t'e averaged compa: “son represents a
larger number of data points; hence the estimate is more precise. This can
be seen in the smaller confidence interval for comparison 4 as compared with
comparisons 1, 2 and 3, In such cases, the avurag=: should be considered the
best estimate of the true treatment effect. Therefore, the null hypothesis of
no difference between the good and poor HMD configurations was rejected. It
can be seen from Figure 29, which shows the comparison of the treatment
means for comparison 4, that the good HMD configuration produced faster
target recognition times than the poor HMD configuration by a factor of two,
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Figure 29. Mean target recogniticn
time for good versus
poor HMD configurations.

Individual comparisons of good versus poor ambient lumirance con-
ditions for both the good and poor HMD configurations (comparisons 5 and 6)
were not significant, nor was the high versus low ambient luminance con-
dition comparison (7) wh:n averaged across both HMD configurations, It was
thus concluded that the two ambient luminance conditions had no major effect
on the HMD target recognition task., Figure 30 shows the comparison of
ambient luminance condition means, averaged across HMD conditions,
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Figure 30, Mean target recognition
time for high versus low
ambient scene luminance
conditions.

The rivalry situations which favored neither the HMD nor the ambient
scene, i. e., the good HMD/high ambient and poor HMD/low ambient condi-
tions, showed no significant differences in target recognition scores (com-
parison 9), However, the rivalry condition which favored the HMD scene,

i. e., good HMD/low ambient, produced significantly faster target recognition
times than the rivalry condition which favored the ambient scene, i. e., poor
HMD/high ambient (comparison 8). These comparisons are showm in Fig-
ures 31 and 32, respectively. While Figure 31 shows tower recognition times

for the good HMD/high ambient condition than for the poor HMD/low ambient
condition, the difference wat not significant,

A comparison of the mean scores of the rivalry versus no-rivalry
conditions (comparison 10) was significant. This comparison is depicted
in Figure 33, The mean score of those conditions where rivalry was absent

was significantly lower than the average of the conditions in which binocular
rivalry was present,
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Mean target recognition
time for good HMD/high
ambient versus poor
HMD/iow ambient
conditions.

Mean target recognition
time for good HMD/low
arabient versus pcor
HMD/high ambient
conditions.
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TARGET RECOGNITION TIME, SECONDS
“»
L}
1

RIVALRY NO-RIVALRY
RIVALRY AND NO=RIVALRY CONDITIONS

Figure 33, Mean target reéognition
time for rivalry versus
ro-rivalry conditions

The bifocular HMD configuration was a no-rivalry condition wherein
both scenes were extant. This condition was compared with the average of
those conditions where rivalry was present {comparison 11) and the difference
in recognition time scores was found to be significant. Figure 34 shows the
bifocular HMD configuration times to be g.guniticantly faster than the times
averaged across the rivalry conditions,

Tracking task scorec were calculated as a proportion 2f maximum

tracking error, Table 16 shows the analysis of variance summary table for
tracking e-ror scores,

There were no significant differences in tracking error scores, either
among suljecte cr among HMD conditions, The F-ratios for both between
and within subjects effects ar= very cloge to unity, the theoretical vilue of F
when no true differences exist. It must be concluded, then, that HMD/
ambient conditions had no effect on tracking task perfcrmance, This outcome
was not expected but pilot studies with the apparatus and obssrvational data
during the study indicated that the various HMD configurations did not
influence tracking task performance in any way., Because of this, subjects
were asked upon completion cf the tes* trials if the HMD interfered at any
time with the tracking task, All seven subjecis responded negatively, The
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TARGET RECOGNITION TIME, SECONDS

Figure 34,
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-
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BIFOCULAR

BIEOCULAR AND RIVALRY CONDITIONS

RIVALRY

Mean target recognition

times for the bifocular
HMD configuration ver-
sus the average of the
rivalry conditions,

TABLE 16, ANALYSIS OF VARIANCE: TRACKING ERROR

Sums of

Degrees of| Mean Significance | Percent
Source Squares | Freedom | Squares| F-Ratio Level Eta?

Between 434, 64 6 72. 44 1. 38 >0, 25 18, 2
subjects
Within 1946, 52 42 46, 34 0. 88 >0, 25
subjects

Conditions 50, 67 6 8. 44 0.16 >0, 25 2,

Residual |[1895. 85 36 52, 66 79.
Total ‘2381, 16 48
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ambient scene visual field interfered with operator performance with
respect to the HMD scene, but the reverse was not truze, There are at
least two possible explanations which may resolve this enigma,

First, the movement of the dial indicator may be an attention getting
factor which influenced the predominance of the ambient scene,

in the qualitative laboratory evaluation that a dynamic HMD target did not
decrease the incidence of rivalry compared to a static scene,

of binocular rivalry, Dember (1960) states that "movement, whether of the
eye or of the target, is thus, a powerful inhibitor of rivalry.'" The effect of
movement in the disparate images in binocular rivalry is not clear. During
the validation study, it was observed, however, that although the ambient
scene tended to fade out during rivalry, including parts of the tracking dial,
the indicator and adjacent index markings were always visible, and this por-
tion of the itnage was sufficient to perform the tracking task as if no rivalry
were present. It is not known whether the resistance of the dial indicator
and adjacent index markings to fade out can be attributed to the movement of
the dial indicator, Further research is needed to answer this question,

A second possible explanation for the failure of the HMD conditions
to affect t~acking task performance may be the relative difference in resolu-
tion between the two visual fields, The HMD scene averaged 425 active TV
lines while the resolution of the ambient scene was limited by the acuity of
eye. This difference in resolution between the two visual fields may have
accounted for higher ambient scene predominance,

Most likely both dial indicator rnovement and the higher resolution of
the ambient scene contributed to the greater predominance of the ambient
field. However, since it was observed that portions of the tracking task dial
did fade out and reappear in typical alternating fashion during rivalry, it is
felt that dial indicator movement was largely responsible for the invariaat
tracking performance scores across all HMD conditions,

Conclusions

In summary, the following results obtained in the validation study:

1. The good HMD configuration produced significantly better target
recognition performance than the poor HMD configuration,

2. Target recognition performance was significantly degraded when
binocular rivalry was present compared with no-rivalry
conditions,

3.

With binocular rivalry, target recognition performance was
significantly better when conditions favored the HMD than when
conditions favored the ambient scene.
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4, Target recornition performance was significantly better for
the bifocular HMD configuration compared with EMD configura-
tions in which rivalry was present.

5. Tracking performance was unaffected by Linocular rivalry,

The validation study confirms the hypothesis that the amount of binocular
rivalry induced through manipulation of HMD parameters related to the
phenomenon is related to operator performance on realistic HMD and ron-
HMD tasks,

Levelt (1965) suggests that the predominance of a visual field in
binocuiar rivalry is a function not of the stimulus strength of the same
stimulus, but only of the contralateral stimulus, In the present study, it
has been argued that the stimulus strength of the ambient scene was greater
than that of the HMD scene, since resolution of the former was limited only
to the visual acuity of the eye, Manipulation of the stimulus strength of the
ambient scene through reduced luminance, or complete absence of the scene,
would be expected to increase the predominance of the HMD scene and con-
sequently result in improved target recognition performance, This was
indeed the case. On the other hand, the level of performance on the tracking
task with reduced HMD stimulus rtrength, cr complete absence of the HMD
image, was not affected by increasing the HMD stimulus strength, perhaps
because of the inherently superior stimulus strength of the ambient scene,

It should be noted, however, that HMD stimulus strength could, and normally
would be, increased by higher luminance values than the imagery and
equipment limited 10 fL. used in the present study, It is likeiy that greater
luminance disparity between the visual fields, with high HMD valuves, would
reduce ambient scene predominance and consequently degrade tracking per-
formance, Further research should be directed toward answering this
question, However, the HMD luminance limitations of the present study not-
withstanding, it appears that the binocular rivalry problem in HMD systems
is more critical with regard to information retrieval from the HMD than
from the ambient scene, Furthermore, the binocular rivalry problem is
apparently obviated with the bifocular HMD configuration, Target recognition
time scores were lower for this condition than for any other and were
significantly lower than the average of the conditions in which rivalry was
present,

The design implications of the four laboratory research studies are
discussed in the following secticn,
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SECTION 4.

IMPLICATIONS OF THE LABORATORY RESEARCH FOR DESIGN
AND USE OF HELMET-MOUNTED DISPLAYS

Binocular rivalry has been defined as 2 perceptual fluctuation
resulting from disparate images formed on the retina of each eye so that
binocular fusion of the two images cannot occur. The perceptuali conflict
in binocular rivalry results ir. the perception of some mosaic consisting of
, parts of both fields. This pattern is unstable and the counflicl is appareutly

resolved by the visual system through perceptual alternation of the two
images. The rate of alternation and predominance of sither image appears
to be a function of the stimulus strength of the stimuli. Levelt (1965) has
suggested that the duration of a dominance pariod for a given eye is rot L
deper-' :nt on the strength of the stimulus presented to that eye, but only on )
the st.ength of the image presented to the contralateral eye. Levelt (1965)
assumed that the stimulus strength of a pattern in binocular alternation is
directly related to thie strength of its contours. Ceontour strength is a func-
tion of such HMD parameters as resolution, contrast, and luminance. '

PR
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The present research has shown that the atove parameters do indeed .
affect image predominance in binocular rivalry. The relevant question is 4
how binocular rivalry car be eliminated or reduced in HMD systems through
manipulation of image-related parameters. Such a question cannot be 3
answered, however, independently of which visual field will be selected to
dominate the other. This qualification is important, since operational use
of HMDs requires information retrieval from both visual fields.

LELL A o
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The present resesarch has shown that reduction of HMD resolution, 1
contrast, and luminance results in reduced binocular conflict, as manifested {
by increased prediominance of the ambient scene, and produces concormmi-
tant degradation of HMD target recognition performance. The latter conse- 3
quence of recducing binocular rivalry by reducing the contour strength of the
BEMD image precludes this metaod as a practical solutica to the problem.
Furthermore, the validation study showed that attenuation of binocular
rivalry through manipulation of HMD related parameters had no effect on
an ambient scene tracking task. It is not recommended that HMD resolu-
tion and contrast be reduced as 2 rmeans of reducing binocular rivalry.
HM1) resolution and contrast need rather tu be specified as a function of
operator performance requirerients on HMD related tasks.

P

Within the limits of the parameter values used in the validatioa
study, it was demonstrated that an HMD of good resolution, contrast, and
luminance produced the same leve! target r-cognition performance regard-
less of ambient scene conditions. The difference in inean recognition time
between the no-rivalry (no ambient scene) condition and the low-rivalry (low
ambient luminance) condition was a mere 1/10 of a second. On the other
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hand, the high-rivalry (high ambient luminance) condition mean recogaition
time was more than double the low-rivalry condition. The implications of
the parametars investigated in the laboratory research to HMD design are
discussed below.

HMD RESOLUTION

The screening study showed HMD resolution to havc a siatistically
significant effect on HMD scene visibility. The parametric study, however,
did not show resolution to have a statistically significant effect on HMD
scene visibility., The major difference between the two studies which prob-
ably accountr for this was the lower resolution (165 lines) value used in the
screening study. The lower value used in the parametric study was 263 lines.
The trend for HMD image visibility to improve with increased resolution was
obtained in the parametric study, but the effect was small. Apparently HMD
resolution has only a minor effect, except at very low resolutions where con-
tour sharpness bec ;mes very poor. For state-of-the-art display system
resolution levels, resolution is not a parameter which has an important
effect on binocular rivalry with HMDs.

HMD FIELD OF VIEW

The field of view (visual subtense of the HMD) had a statistically
significant but relatively small performance effect on HMD image visibility.
The smaller 15-degree field of view produced a 7 percent higher HMD visi-
bility score than did the larger 45-degree field of view. In the parametric
study, 15-, 30-, and 45-degee fields of view were investigated, and only
a 2 percent performance va..:.ation, non-significant effect was found. It had
been hypocthesized that maller fields of view would provide percentually
sharper contours and heuce greater HMD visibility than larger fields of view,
This was not found to be the case within the practical range of the 15- to
45-degree HMD fields of view investigated in the parametric study. There-
fore, HMD fieid of view dous not appear to be 2 parzsmeter that is important
in HMD design with respect to binocular rivalry.

LUMINANCE OF HMD AND NON-HMD SCENES

HMD and ambient scene luminance both had statistically significant
effects on HMD visibility, together accounting for 10 percent of the variance
in the screening study. In the parametric study, a bruadar range of lumi-
nance war investigated and highly significant effects were obtained. HMD
and ambient luminance together accounted for 58 percent of the variance in
the parametric study.

Of all the HMD design parameters investigated, luminance had the
largest effect on binocular rivairy. Large HMD luminance relative to
ambient scene luminance results in dominance of the HMD scene. lLarge
ambient scene luminance relative to HMD luminance results in dominance
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of the an bient scene. A major poteatial for dealing with binocular rivalry
in HMDs resides in the coatrol of the luminance of the HMD and ambient
scenes. Additional research should, therefore, be concentrated on those
parameters that effect luminance, namoly HMD luminance, visor trans-
mittance, HMD combiner transmittance, displayed information (symbology
and sensor video), and ambient illumination (day and night missions) to
achieve an HMD deasign which minimises the effects of binocular rivalry and
satisfies mission and operator task performance requirements.

COMBINER TRANSMITTANCE .
E Occluded (zsero transmittance) and 10 percent transmittances were
investigated in the screening study. The effect of combiner transmittance
was not found to be statistically significant (p > 0. 25) and accounted for
only 0. 2 percent of ths variance in the screening study. This was some-
i what of a surprise in view of the observations made by Jacobs, Triggs,

3 and Aldrich (1970) and the significant effect of ambient scene luminance.

2 Combiner transmittance determines the amount of ambient scene
luminance that reaches the HMD eye. It had been hypothesised that if the 1
ambient scene was visiktle to both 2yes, even though of different intensity,

there would be less binocular rivalry. Apparently, it is the relative inten-

sity of the disparate scenes presented to the two eyes that has the major

effect on the occurrence of binocular rivalry. This does not mean that ;
combiner transparency is not an important parameter in HMD dasign. With 3
large transmittances in high ambient luminances, HMD image quality is ‘
severely aifected. In the following section of this report, an analysis of
HMD image quality which treats HMD luminance, HMD combiner transmit-
tance, and ambient illumination is presented.

ey

HMD CONTRAST ;

The effact of target contrast in the HMD scen’. was investigated in
the screening study and found to have a significant “ffect on HMD visibility.
In the parametric study, the range of contrac: luvestigated (2. 2;:! to 24. 3:1)
was extended and contrast was asain found to have a significant eifect,
accounting for 6 percent of the variance. The effect, however, was oaly 1
present between the two lower contrast values — 2, 2:1 and 4.8:1. Apparently, -
‘ the effect of contrast on binocular rivalry is imnportant oaly at low values 1

of contrast. When moderate contrasts are obtained, further increases in i
3 contrast do not result in additional increases in HMD scene visibility. For ;

HMD design, conditions that result in low scene contrast should be avoided, %
e.g., combiner transparencies and ambient scene luminances that result in L3
washed-out HMD scenes. The HMD operator can control HMD scene con- .
traat with the HMD contrast and brightness coatrois and thereby avoid low
contrast scenes. If a see-through HMD is used, a-’justable combinor trans-

mittance could be used to obviate loss of contrast due to ambient scane
luminance.

v
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HMD AND AMBIENT SCINE ACCOMMODATION

Accommodation distances of 30 inches and infinity were investigated
for both HMD and ambient scenes in the screening study. It was hypothe-
sised that if the HMD and ambient scenes were presentcd at different accom-
modation distances the operator could focus to the scene hs wanted to see
to the exclusion of the second scene and thereby overcome binocular rivalry.
An interaction between HMD accoramodation and ambient accommodation was
therefore predicted. The results did not revsal this interaction. Hence,
different accommodation distances for the HMD and the ambient scene is
not a solution to reducing or eliminating binocular rivalry.

HMD accommodation had a statistically significant effect on HMD
scene visibility, accounting for 4 percent of the variance. When the HMD
scene was collimated tc infinity, superior HMD scene visibility was
obtained -- 76 percent compared to 65 percent for the 30-inch accommodation
distance., Since HMD a-commodation distance is unrelated to the image
contour strength or any other theoretical explanation of binocular rivalry,
the cause of this finding is presently unexplai-able. HMDs are in general
designed to be collimated to infinity; hence, this tinding is not counter to :
present design philosophy. Such a finding is, nevertheless, unresolved at
this time.

HMD COLOR

A monochrome versus a color HMD was tested in the screening study
and found to have no efiect on binocular rivalry. Mean percent HMD visi-
bility was the same for monochrome and color HMDs. The use of a mono-
chrome or color HMD, therefcre, will have no effect on the incidence of
binocular rivalry with HMDs.

HMD FRAMING

A visor projected type HMD was compared to a side-mounted type
HMD in the screening study. With the visor-projected HMD, the HMD image
is seen as a superimposed part of the overall external visual field of view by
the HMD eye. With the side-mounted HMD, none of the ambient scene is
seen by the HMD eye with an occluded HMD, and with a see-through HMD, a
restricted part of the ambient scene is s2»en by the HMD eye. Comparison
of the two types of HMDs did not reveal any effect on the incidence of binocu-
lar rivalry. The choice of a visor-projected or side-mounted HMD can be
made independent of binocular rivalry considerations.

HMD EYE PRESENTATION

One of the observations made during the Qualitative Laboratory
Evaluation on the perceived quality of the HMD scene was eye presentation,
i.e., to which eye thc HMD was presented. This effect was presumed to be




bology, may make the HMD more predominant, but to what

due to eye dominance. Eye presentation (oye dominsnce) was therefore
tested during the screening study. The effect of eye dominance on HMD
visibility was not found to be statistically significant (p> 0.25). A slight
trend for the dominant eye to result in higher HMD visibility scores than

the non-dominant eye was found. From the results of the screening study,
it can be concluded that which eye the HMD is presented to is of little conse-
quence to the incidence of binocular rivalry. Yet, the observations and

comments made by individuals who have looked at and tested HMDs make
us wonder,

The research conducted duriag the study program was directed
toward HMD design parameters. The areas of training, experience, psycho-
logical set, and other non-design factors were either de-emphasised or

totally excluded. Such factors could have major impact on the Qcceptability
and operational use of HMDs and should be exglored.

SCENE DYNAMICS

Static and dynamic HMD scenes were compared in the Qualitative
Laboratory Evaluation.
incidence of binocular rivalry compared to the static scene. Because of
this observation and equipment limitations, scene dynamics was not investi-
gated in the screening and parametric studies. However, in the validation
study, a moving pointer was ussd for the ambient scene tracking task. The
results of the validation study revealed that binocular rivalry did not affect
the tracking task, probably because of the moving pointer. One refarence

was found in the litorature(December. 1960) that indicated movement (scene
dynamics) to play a part in binocular rivalry.

The effect of acene dynamics on binocular rivalry with HMDs, there-
fore, is uncertain. A dynamic HMD scene, whether sensor video or sym-

extent is unknown,
SCENE COMPLEXITY

High and low complexity ambient scenes were investigated in the
screening study. This paramneter had the single greatest sffect on HMD
scene visibility, accounting for 26 percent of the study variance. When the
HMD scene was seen against a low complexity ambient scene, HMD scene
visibility was 86 percent (averaged across the other remgining 11 parameters).
When the HMD scene was seen against a high complexity ambient scene, HMD
scene visibility was 55 percent. The inherent relative contour strength of

the HMD and ambient scenes is a major determiner of which scene will
predominate.

There are two methods which can be used to control the relative
complexity of the HMD and ambient scenes. Tha operatur could position his
head such that the scene he wants to see is against a low complexity area of
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the other scene. This solution is undesirable, because a pilot would not
want to be restricted to where he looks. It is also unworkable when under

g loading. The second method is a bifocular HMD. With the bifocular

HMD, the center of the HMD is located below the horisontal line of sight.
Thus when the operator attends to the ambient scene (the cockpit instruments
or out the windacreen) the HMD is not in the line of sight of either eye and
binocular conflict is prevented. To view the HMD, the cperator shifts his
eyes downward. Sirce the ambient scene perceived by the ambient eye which
results from the angle of view is of a dark, low complexity cockpit area,
oinocular conflict with the HMD image is greatly reduced.

The validation study demonstrated that with a bifocular HMD con-
figuration binocular rivalry is virtually eliminated. In that study, the
bifocular HMD produced results equivalent to a control condition in which
no ambiant scen2 was present,

In summary, the research conducted indicates that the luminance and
complexity of the HMD and ambient scenes are the key parameters which
determine the incidence of binocular rivairy and scene predomiriance. Design
narameters which influence HMD and ambient luminance should be estab-
listed [or their joint effects on HMD image quality task requirements and
binccular rivalry.

HMD resolution and contrast are of secondary importance to binocu-
lar rivalry effects on HMD predominance. Resoiution and contrast require-
ments should be based on HMD image quality and operator task requirements,

HMD field of view, color, framing, and accommodation have negli-
gible effects on controlling binocular rivalry. Therefore, specification of

these parameters for HMD design can be made irjepeadent of considerations
of binocular rivalry.

The influence of scene dynamics and eye dominance on binocular
rivalry is uncertain. Additional research on these two parameters as well

us psychological factors, such as, training, erxperience, and operator task
set is recommended.

101

IR WU AP ST



SECTION &
IMAGE QUALITY ANALYSIS

3 INTRODUCTION

The irnage source of the helmet-mounted display (HMD) is not viewed
directly as in the case of conventional panel-mounted displays, rather it is
viewed through a series of optics and combiniag glass to form a virtual
image. The tranamittance of the combining glass can be designed either to
occlude the external ambient or to be see-through, allowing the eye to view
the HMD image source and external scene simultanecusly. Aithough there
are operational advantages of see-through displays, there is a degradation
in image quality when two or more images are combined. If one considers
the light intensity modulation from the image source as the signal and
extraneous light from the external scene as unwanted signal (i. e. , noise),
then the signal-to-noise ratio will decrease with increasing combiner
transparency. The effect is to decrease display modulation and reduce
the useful number of shades of gray. Acceptable compromises can be
attained by appropriate selection of the combining glass transmittance.

e The analysis presented in this section relates the effects of various com-

binations of combining glass transparency, image source brightness, and !
external ambient on HMD image quality,. '

e

The quality of image forming displays can be characterized by gray |
scale rendition, edge sharpnress, display resolution, and display uniformity. !
1 Additional factors affecting subjective quality include ambient light incident g
i on the display, mismatch between the display bright:.eas and area sur- \
] rounding the display, and characteristics of the eye. A convenient index
i of image quality utilises the concept of the modulation transfer function
(MTF). The MTF describes how modulation or contrast varies as a function
ﬁ- nf spatial frequency and relates system sine wave responses to zero
frequency or large area transfer,

et il

MTFs are partic:larly useful in analysing the combined effects of
several elements in the system by multiplying the MTF's of the individual
elements to predict the total system performance. Direct corhparison of
the MTF curves can provide a qualitative measure of system performance.

For comparison purposes i.nd trade-off analysis, the MTF . irves
can be yuantified by a single numerical quantity, such as spatial frequency
for a specified modulation response (i. e. , conventional definition of resolu-
tion) or equivalent bandpass which is derived from the area under the MTF
curve. Another useful measure is the eye limiting resolution, which can be
found by plotting the visual response of the eye along with the MTF of the
display. Theinterceptof the two curves represents ths eye limiting response,
The area bounded by the two curves represents the useful modulation that can
be resolved by the eye. Any signal below the eye curve or to the right of the
intercept between the two curves cannot be resclved by the eye.
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102




e e epg— e

s ASb o e ol e i ot

AL o S S e

ot e 1P

. e e

et s L+ 4 e e ki s s 3 A et

Plotting the eye response against the MTF of che display permits the
calculation of another single measure of display quality, the Modulation
Transfer Function Area (MTFA). This value is similar to Shade's Ne, in
that it represents the area under the MTF curve. The MTFA is bounded by
the MTF of the display and the visual demand curve of tha eye as i{llustrated
by the shaded area of Figure 35, The MTFA concept was first introduced
by Charman and Olin (1965) «s a photographic metric, designated as the

Threshold Quality Factor and subsequently renamed MTFA by Borough,
Follis, Warnock, and Britt (1967).

1.0

€292, TORLD

DISPLAY MTF

MODULATION

«INE NUMBEN T'' LINES OF RESOLUYICN

Figure 35, Representation of MT]' concepts,
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) Average Display Luminance 50, 100, 500, and 1000 foot lamberts
Combiner Transparency 0.0, 0.1, 1.0, and 10 percent
(see-through)
l Angular Subtense of Display 15,30, and 45 degrees
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Two studies have been made to date relating MTFA to image quality
The firat study (Borough, Follis, Warnock, and Britt, 1967) compared the
subjective image quality rating of 36 trained observerz, judging 288 trans-
parencies representing 32 levels of MTFA. A correlation of 0. 92 was
found between subjective imags quality ratings and MTFA, The second
study (Klingberg, Elworth, and Filleau, 1970) investigated the relationship
between MTFA and information extraction of 354 trained military photo-
interpreters, A correlation of J. 93 was found between MTFA and informa-
tion extraction. More recently Synder (1973) has proposed exterding the
MTFA metric to raster  scan displays and has conducted a series of
laboratory experiments relating operator periormance with the MTFA of
raster-scan displays. Synder concludes that although MTFA is an excellent
metric for judging overall image quality and for selecting the best imaging
system for a broad range of applications, it is a poor predictor of typical

observer performance in recognizing a specific target for a specific set
of conditions.

VARIABLES IN THE ANALYSIS

The variables included in the image quality analysis are listed in
Table 17,

TABLE 17, VARIABLES IN THE ANALYSIS

Variables e Levels

Ambient Luminance 500, 1000, 2000, and 4000 foot lamberts

VISUAL RESPONSE CURVES

The visual response curves used in the analvgis were adapted from
psychophysical research conducted at Hughes Aircraft Company which
included the effects causvd by: the angle subtended by the image source,
the luminance mismatch between the image source and ares surrounding
the display, the display luminance, and the ambient luminance, The empiri-
cal threshold visual data were analyzed by a stepwise multiple regres-
sion yielding an equation relating visual modulation threcnold {M) to
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the parameters of stimulus luminance (A), surrounding luminance (B), l
stimulus subtense (C), and spatial frequency (D} as follows:

log M : -0.3186 lcg A + 0. 12219 log B -1, 62162 log C i

3.05375 log D ¢+ 0.1504 (log A)Z

+

0. 10692 (log B)% + 0. 02441 (log C)° :

2. 26564 (log D)% - 0.19435 log A log B (1)

-

0.01115 loz A log G - 0. 16251 log A log D

0. 10949 'og B log C - 0.63871 log € log D
+ ], 24461 log C log D - 0.8112,

where spatial frequency is in cycles/degree, lumiaance is in foot-lamberts,
and subtense is in degrees. The equation y.clds thresholds which were
obtained by the '"adjustment method' which are .umerically equivalent to

90 percent thresholdr. The psychophysical tests, from which this equation
was derived, also included valucs representing ''comfort' mcedulations
which were found to be 1. 6 times larger than the threshold viulues, The
visual response curves shown in the accompanying figures woere derived

by multiplying the modulation thresholds obtained from equaticn (1) by a
field-factor of 1. 6.

MTF CURVE TRANSFORMATION

The effect of ambient scene luminance on see-through virtual image
displays is to add a light bias tu the diaplayed image. thereby reducing
contrast in accordance with the expression

M

Q ’
Mg - ., Badditive (2)

B average

where Mg is the effective modulation, M, is the inherent modu'ation of the
displayed image, B average is the average luminance of the displayed image
without ambicnt luminance. B additive is the luminance seen by the observer
on the disp.ay due to the ambient.

The inherent modulat.on M | was derived by the equation

-Z(ﬂo'N)Z
o ’
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where the inherent modulation M, is the display response to a sine wave
input, + is the radius of the 60 percent amiplitude spot width, and N is the
sinc wave spatial frequency in cycles/unit distence, The MTF curves
developed from this expression are valid, providing the luminous intensity
o: the spot has a gaussian distribution, For the purpose of this study, the
following assuniptions were made with regard to the relationship between
display luminance and resolution:

Display LLuminance TV Limiting Resolution, ]
(oot -lamberts lines per display width
50 800
100 700
500 500
1000 : 400

DYNAMIC RANGE AND GRAY LEVELS

Given the corrected image modulation, the dynamic range of the
corrected displayed irnagc is provided by the expression

RE - ME L

+ 1
ME (3)

The number of display gray shades (Gj) can be calculated, if one

assumes that a gray level constitutes a change in luminance in steps of
‘D
NG, by

_ <« log RE
G, - “Togz—* 1 (4)

RESULTS OF THE ANALYSIS

The effects on Mg and visual response of display luminance, ambient
luminance, display combiner transparency, and angular subtense of the
display are shown graphically in computer generated curves in Figures 36
through 47. These 12 graphs represent different combinations of ambient
luminance and display transpareacy. Each figure contains Mg curves for
display luminances of 50, 100, 500, and 1000 fcot-lamberts, hree sets of
visual responsc curves are plotted for viewing subtenses of 15, 30, and 45

degrees. The four curves within each set relate to the four display luminances.
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From inspection of Figure 36 through 47, it can b¢ seen that eye limiting
resolution increases with increasing cispiay subtense. For example, in
Figure 36 (which is for a 4000-foot candle ambient in combination with a 0. 1-

X H percent display see-through), a 50-fL, display has an eye limiting resolution

} of 718 TV lines across tho dispiay when the angular subtense is 45 degrees.
It can also be observed that the lower lunimance displays have higher resolu-
tion, The leater is characteristic of cathode ray tul 's. Display brightriess
is increased by increasing beam current which cauces & growth in spot size

' ' and hence a reduction in display resolution.

. 3 Comparing Figure 36 with Figure 38, the effect of combiner glass
| % transparencies of 0.1 and 10 percent, respectively, can be seen. A 50-fL
display viewed in a 4000-foot lambert ambient with a 0. 1-percent transparency
combiner yields 93 percent of its inherent modulation, The same display in
the same ambient with a 10-percent transmission combiner yields only

11 percert of its inherent modulation, i

Figure 48 illustrates the effect of display luminance and visual
subtense on occluded displays. For all practical purposes, there is no
difference between an occluded display and a 0, 1 percent see-through display,

aniat ottt

The results shown in Figures 37 through 43 are presented in tabular {
form in Table II which includes: display dynamic range, number of gray
shades, visual cutoff frequency, modulation at cutoff frequency, and MTFA
for each of the combinations of variables addressed in the analysis,

o Figure 49 is a replot of the data in Table 18, illustrating the effect )
4 of display luminance variation. The latter has little effect on visual cutoff

fh i frequency (eye limiting resolution) for 0. 1- and 1. O-percent filter trans- 1
S parencies, while a noticeable degradation is evident for a 10-percent

i transparency. j

# Figure 49 also shows the relationship between visual cutoff fi equency !
. and angular subtense of the display. A large increase in visual cutoff fre- 1
quency occurred as the angular display subtense increased from 15 degrees
to 45 deyrees., This increase is somewhat misleading in that the higher
cutoff frequencies attained with the 30- and 45-degree viewing angles are
achieved at very low modulation levels., Consider the 50-fL, 0. 1-percent
transparency display shown in Figure 47. While the visual cutoff frequency
increased irom 718 to 1006 TV lines as the angular subtense increased
from 15- to 45-degrees, the corresponding modulation decreased from f N
5.4 to 0.3 percent, It is doubtful that modulations below | or 2 percent
would have a practical effect on image quality or operator performance.

PP

A more comprehensive unitary measure of image quality is provided
by MFTA, which represents the area bounded by the visual response curve
of the eye and the dispiay MTF. The values of MTFA for various combinations
of display brightness, transparency, ambient illumination, and angular subtense
are given in Table 18 and summarized graphiczlly in Figures 50, 51, and 52,
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TABLE 18. SUMMARY OF DISPLAY
IMAGE QUALITY PERFORMANCE
PARAMETERS AS A FUNCTION OF
AMBIENT ILLUMINATION, DISPLAY
LUMINANCE, AND
PERCENT TRANSPARENCY

e e CEC S NENELI LA R

o P e ") e e

Average . .
Ambient Display See-Through, Mﬁfé:cl::::n D;;::m:c
Illumination, Luminance, Percent M) (R )' Gray
Foot-Lamberts { Foot-Lamberts Transparency e E Shades
4000 1000 0.99 199 16
. 500 0.99 199 16
0.1
x 100 0. 96 49 12
P 50 0.93 26 10
2000 1000 0. 99 199 16
500 0.99 199 16
0.1 o~
100 0. 98 99 14
50 0.96 49 12
e — ?
b
1000 1000 0. 99 199 16 -
500 0. 99 199 16 :
0.1 %
100 0.59 199 16 |
[
50 0. 98 99 14
500 1000 0. 99 199 16 3
ﬂ 500 0. 99 199 16 3
0.1 !
' 100 0.99 199 16 p
k 50 0. 99 199 16
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Visual Cutoff Modulation At MTFA
Frequency, TV Lines Cutoff Frequency
Visual Subtense, Visual Subtense, Visual Subtense,
Degrees Degrees Degrees
15 30 45 15 30 45 15 39 45
489 553 570 0. 005 0.001 0. 0006 186 187 187
567 663 702 0.011 0. 002 0. 0008 233 235 235
682 847 911 0. 035 0. 006 0. 002 320 326 327
718 921 1006 | 0.055 0. 009 0.003 340 352 354
488 553 570 0. 005 0.0901 0. 005 186 187 187
567 663 702 0.010 0. 002 0. 0008 233 235 235
682 847 911 0.025 0. 006 0. 002 316 323 324
718 921 1006 0. 056 0.010 0. 003 351 363 365
489 553 570 0. 005 0. 001 0. 0005 186 187 187
567 663 702 0.011 0. 002 0. 0008 233 235 235
682 847 911 0.035 0. 006 0. 002 320 326 327
724 921 1006 0. 058 0.010 0. 003 359 371 373
489 553 570 0. 005 0. 001 0. 0005 186 187 187
567 663 702 0.011 0. 002 0. 0008 233 235 235
682 847 911 0.035 0. 006 0. 002 320 326 327
724 921 1006 0. 058 0.010 0.003 362 374 376
123
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Average .
Ambient Display See-Through, MEo%;ﬁit;:n Dm:‘:
Illumination, Luminance, Percent (M) (ER"“) Gray
Foot-Lamberts | Foot-Lamberts Transparency E E Shades
R I

4000 1000 0.96 49 12
500 0.93 26 10

1.0
100 0.71 5.9 6
50 0.506 3.5 4
2000 1000 0.98 99 14
500 0.96 49 12

1.0
100 0.83 10.8 7
50 0.71 5.9 6
1000 1000 0.99 199 16
500 0.98 99 14

1.0
100 0.91 21 9
50 0.33 10. 8 7
500 1000 0.99 199 16
500 0.99 199 16

1.0
100 0.95 39 11
50 0.91 21 9
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(Table 18 continued)

chak 0 gt £y Aot

Visual Cutoff Modulation At
Frequency, TV Lines Cutoff Frequency ‘ MTFA
Visual Subtense, — Visual Subtense, Visual Subtense,
Degrees Degrees Degrees
15 30 45 15 30 45 15 30 45
4> | 553 570 | 0.005 | 0.001 | o0.0005s | 180 | 181 | 18
567 663 702 0.010 0. 002 . 0008 219 221 221
670 823 9114 0. 029 0. 005 . 002 228 234 235
6°1 897 987 0.039 €.007 . 003 203 211 21\3
489 553 570 0. 005 0. 001 0. 0005 184 185 ‘ 185
567 663 702 0.010 0. 002 0. 0008 226 228 228
676 835 911 0.032 0. 005 0. 002 268 274 274
706 909 1006 0. 046 0. 008 ¢. 003 258 268 270
489 553 570 0. 005 0. 001 G. 0006 186 187 187
567 663 702 0.011 0. 602 0. 0008 231 ‘ 232 232
676 835 911 0.033 0. 005 0. 002 294 300 301
712 909 1006 . 051 0. 009 0. 003 303 314 316
489 583 570 . 005 0. 001 0. 0006 186 187 187
567 663 702 . 011 0. 002 0. 0008 233 235 235
682 847 911 . 035 0. 006 0. 002" 307 313 314
718 921 1006 . 054 0. 009 0. 003 333 344 346
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Average .
Ambient Displey See-Through, ﬁﬁ?&;ﬂ Dnyun:ic
INllumination, Luminance, Percent M_) (R‘) Gray
Foot-Lamberts | Foot-Lainberts Transparency E E Shadex~
ij L
4000 1000 0,71 5.9 6
500 0.56 3.5 4
10.0
100 0. 20 1.5 2 )
50 0.11 1.2 1
2000 1000 0.83 10. 8 7. '
500 0.71 5.9 6 :
10. 0
100 0.33 2,0 3
50 0. 20 1.5 1
1000 1000 0.91 21 9 4
500 0.83 10, 8 7 ‘
10. 0
100 0.50 3.0 P }
1
50 0. 323 2.0 3 i
500 1000 0. 95 39 11 ;
500 0. 91 21 9 i
10.0
100 0. 67 5. i 5 1
50 0. 50 3.0 4 ‘
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(Table 18 continued)
Visual Cutoff Modulation At MTFA
Frequency, TV Lines Cutoff Frequency
Visual Subtense, Visual Subtense, Visual Subtense,
Degrees Dogrees Degrees

15 30 45 15 30 45 15 30 45

477 540 570 | 0.005% 0. 001 0. 0005 133 134 134

549 639 684 | 0.008 0. 002 0. 0007 132 133 133
609 | 762 835 | 0.014 | 0.003 | o0.002 63 66 66 ;
609 798 892 | 0.014 0. 003 0. 001 38 41 42 §
]
483 553 570 0. 005 0.001 0. 0005 156 156 156
555 651 684 | 0.009 | 0.002 | o0.0008 167 168 168 ;
634 786 873 | 0.018 0. 003 0. 001 105 108 109 I
646 835 930 | 0.021 0. 004 0. 002 7 75 76 |
. 3
483 553 570 | 0.005 0.0005 | 0.0005 171 172 172 {
561 663 702 | o0.010 0. 002 0. 0008 195 197 197 ;

652 810 892 | 0.023 0. 004 0.002 160 164 165

670 860 949 | 0.028 0. 005 0. 002 118 124 125
483 553 570 | 0.005 0. 001 0. 0005 179 179 179 j

567 663 702 | 0.010 | 0.002 | o0.0008 214 216 216 |

664 823 892 | 0.027 | 0.005 | 0.002 215 221 222 R
688 884 987 | 0.036 0. 007 0. 003 181 188 190
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Average

Ambient Display See-Through, | ,reestive Dm.“ ,:

Illumination, Luminance, Percent ™M (R Gray i
Foot-Lamberts | Foot-Lamberts Transparency E) E) Shades 51

i'

Occluded 1000 0 0. 999 199* 16 L
L 500 0 0. 999 199* 16 H
100 0 0.999 199* 16 ‘

50 0 0.999 199* 16 |

j

I

*Arbitrary dyr-'nic range limit, 1]

i
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|
]

. 1
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(Table 18 concluded)
Visual Cutoff Modulation At A ;
Frequency, TV Lines Cutoff Frequency MTF ]
Visual Subtense, Visual Subtense, Visual Subtense, ]
Degrees Degrees Degrees
15 30 45 15 30 45 15 30 45 g
483 553 570 0. 005 0. 001 0. 0005 180 181 181
567 663 702 0.011 0. 002 0. 0008 236 237 237 }
682 847 911 0.035 0. 006 0. 002 323 330 330
]
724 921 1025 0. 058 0.010 0. 004 366 378 380 3
{
X
]
!
|
i
|
o
F
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Figure 50. MTFA as a function of display
luminance and percent see-through.

1 Figure 50 shows that MTFA improves (increases) as percent see-through
decreases, and the improvement in MTFA is less sensitive to decreased ‘
percent see-through ae display luminance increases. At the 0.0- and o
0. 1 percent see-throughs, MTFA decrecased as display luminance increased :
p from 50 to 1000 fL. At the 1. 0-percent see-through, MTFA ghowed a small
increase between 50 and 100 fL and then decreased gradually from 100 to - ]
1000 f.. MTFA increased as display luminance increased from 50 to 500 fL 1
at 10. 0 percent see-through and then remained constant between 500 and ‘
1000 fL.. Thess seemingly contradictory effects of display luminance and
percent see-through on FA are due to the counteracting influences of
these two parameters on display MTF and visual response, For example, {
increased display luminance improves visual response and display modula- {
tion, but it decreases the display spatial frequency, because display spot ]
sise increases as display luminance is increased. )

In Figure 51, increasing ambient illumination is shown to reduce MTFA. | i
As one would expect, the effect of ambient illumination on MTFA becomes oo
smaller as display luminance increases. Thus, at a 1000-fL display luminance o

there is practically no difference in MTFA for ambients ranging from 500 to
4000 f1.,
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Figure 51, MTFA as a function of display
luminance and ambient illumination,

The angular subtense of the dispaly within the range of 15 to 45 degrees
had no appreciable effect on MTFA as shown in Figure 52.

Figure 53, 54, and 55 show the number of \/2- gray shades as display
luminance, ambient, illumination, and percent see-through are varied.
Increasing ambient illumination and percent see-through reduces the number
of gray levels, and increasing display luminance counteracts the combined
effects of ambient and see-through to increase gray shades.

The analysis and metrics of image qQuality considered in the foregoing
may be used for evaluating the relative merits of candidate HMDs, but cannot
presently be used as absolute measures of systemm performance, From the
results presented, the following trends were obhserved:

e Ambient ilumination levels between 500 and 4000 FTC have a

negligible effect on eye limiting resolution of virtual image
displays whose brightness is greater than 50 fL.
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Image quality of occluded displays is essentially equivalent to

' see-through diaplays with transparencies equal to and less than
d 0.1 percent,

Eye limiting resolution decreaces with increasing display
luminance and increases with angular display subtense.

MTFA improves with decreasing values of the see-through
transparency and degrades with increaring ambient, However,
displays brighter than 100 fL and with transparencies less than

0.1 percent are unaffected by ambients between 500 and 4000
i : foot-candles,

i ok et sl

-
.
st

MTFA is not affected by display angular subtenses within the ~
] range of 15 to 45 degreecs.

Dynamic range and gray scale rendition are lmproved with
decreasing values of see-through transparency.
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APPENDIX A
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APPENDIX B
INSTRUCTIONS TO SUBJECTS

.
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INSTRUCTIONS TO SUBJECTS FOR SCREENING STUDY OF BINOCULAR
RIVALRY IN HELMET-MOUNTED DISPLAYS

The Hughes Aircraft Company, Display Systems and Human Factors
Department is conducting a laboratory research study to determine those
image parameters and their range of values which are associated with the
control or elimination of binocular rivalry in helmet-mounted displays.

\ pe— s R g T

Binocular rivalry is a phenomenon that occurs when different .inages
are simultaneously presented to each eye iu such a way that binocular fusion
of the two images cannot occur. The phenomenon is manifested either by
the two images alternating as the dominant one, or an unstable montage is
formed, comprised of elements from each field.

Y YooY

Rivalry is obviated when one of the two images so completely domi-
nates the other that alternation of the two fields does not occur. This is a
‘desirable situation from the point of view of HMD design if the conditions
under which one or the other field will dominate can be identified and placed

under the control of the observer. Essentially, this is one of the primary
goals of this study. .

T ROYTTRT T——

Unlike conventional displays, the virtual image from a heimet-
mounted display (HMD) will characteristically be viewed by one eye, while
another image, the ambient scene, will be viewed by the open eye.

The apparatus you will use in this study simulates the HMD situation.
An image representing the HMD scene will be projected onto a screen, while
another image representing the ambient scene, will be projected onto a

second screen. The apparatus is so designed that each eye will view a
different projected image.

The ambient scene image will be either a ground scene or a cockpit
scene, and each will vary during the study in luminance and accommodation.
The HMD scene will vary throughout the study according to combinations of
b different values of the iollowing parameters: resolution, contrast, field-of-
i view, eye presentation, color, framing, luminance, accommodation, and

percent transparency. The complexity of the area of superimposition of ’
the two images will also be varied. '

i Tk e T D G LA e, 1A it et 2

' You will be given two 1-minute test trials on each of eigh! diffcrent

\ combinations of the above conditions. Your task will be to evaluate the

‘ degree to which the HMD scene or the ambient scene is visibie, by moving ‘
r a linear control lever from full back, to indicate 100 percent ambient scene ‘
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visibility, through full forward, to ipdicate 100 perceat HMD scene visibility.
Visibility, as used here, is difficult to dufine objectively, since it is actualiy
a subjective experience of the rivalry situation. Its meaning wiil become

more apparent during the training triais.

Tha control laver is spring mounted and comes to rest at the middie
of its stroke. This control lever position would indicate that both images
are partially, but equally visible, i.e., 50 percent visibility for each image.
If, when you begin earh trial, both imaages are not squally visible, move
the control lever to a position that axpresses your judgment of which image
is most visible and to what degree. For exampls, if you ses 75 perceat of
the HMD image and 25 percent of the ambient image, move the control lever
forward to a point about half-way between the mniddle, or 50 percent position,
and the full-forward, or 100 percent position. Should you see 75 percent of
the ambient scene and 25 percent of the HMD scene, move the control lever
backward to a point about halfway between the middie and full-back positions.
If you see 100 percent of either image, move the contrel lever as far as it
will go in the approupriate direction.

. Some of the HMD images are of very poor quality. Remember, you
1 are pot being asked to judge image quality, you are being asked to judge
ca! visibility, i.e., how much of the image you can see, regardless of its
quality.

The spring tension on the control lever will provide kinesthetic
feedback of the approximate position of the control lever. You will be given
training trials to become familiar with the binocular rivalry phenomenon and
to gain experience with the control lever.

it s S et

After every two 1l-minute teat triale, study conditions must be changed
for the following trial. Because of their number, changing of conditions may
take 5 to 8 minutes.

The procedure for test trials is as follows. _.fter being seated at
the apparatus, place your chin in the chin rest and look at the images pre-
sented on the screens. The experimenter will point out the object in the
HMD image which you are to evaluate in terms of percent visibility. When
you are satisfied that you understand which part of the image to attend to,
close your eyes and tell the experimenter that you are ready. The experi-
menter will then say, "One, two, three, stazt.' When you hear the word
"start', open your eyes and begin to move the control lever in response to
your visual impressions of the image. After l-minuce has elapsed, the
experimenter will say , ''Stop", indicating the completion of that trial. After
two 1 -minute trials at each condition, you will be asked to take a different
seat so that the experimenter can adjust the equipment for the next trial.
When all adjustments huve been made, you will again be seated at the test
apparatus. This procedure will be repeated for 16 trials (two trials for
each of eight conditions).

o A L TR e e ™
Rt 2
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INSTRUCTIONS TO SUBTECTS FOR PARAMETRIC STUDY OF BINOCULAR
RIVALRY IN HELMET-MOUNTED DISPLAYS

The Hughes Aircraft Company, Display Systems and Human Factors
Department is conducting a laboratory research study to determine those
image parameters and their range of values which are associated with the
control or elimination of binocular rivalry in helmet- :aounted displays.

Binocular rivalry is a phenomenon that occurs when different images
are simultaneously presented to each eye in such a way that binocular fusion
of the two images cannot occur. The phenomenon is manifested either by
the two images alternating as the dominant one, or an unstable montage is
formed, comprised of elements from each field.

Rivalry is obviated when one of the two images so completely domi-
nates the other that alternation of the two fields does not occur. This is a
desirable situation from the point of view of HMD design if the conditions
under which one or the other field will dominate can be identified and placed
under the control of the observer. Essentially, this is one of the primary
goals of this study.

Unlike conventional displays, the virtual image from a helmet-mounted
display (HMD) will characteristically be viewed by one eye, while another
image, the ambient scene, will be viewed by the open eye.

The apparatus you will use in this study simulates the HMD situation.
An image representing the HMD scene will be projected onto a screen, while
another image representing the ambient scene, will be projected onto a
second screen. The apparatus is so designed that each eye will view a dif-
ferent projected image.

The ambient scene image will be a ground scene and will vary during
the study in luminance. The HMD scene will vary throughout the study
according to combinations of different values of the following parameters:
resolution, contrast, field-of-view, and luminance.

You will be given two 1 -minute test trials on each of nine different
combinations of the above conditions. Your task will be to evaluate the
degree to which the HMD scene or the ambient scene is visible, by moving
a linear control lever fron: full back, to indicate 100 percent ambient scene
visibility, through full forward, to indicate 100 percent HMD scene visibility.
Visibility, as used here, is difficult to define objectively since it is actually
a svbjective experience of the rivalry situation. Its meaning will become
more apparent during the training t-ials.
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The control lever is spriag mounted and comes to rest at the middle
of its stroke. This coatrcl lever position would indicate that both images
are partially, but equally visible, i.e., 50 perceat visibility for each image.
If, when you bagin each trial, both images are not equally visible, move the
control lever to a position that expresses your judgmeat of which image is
most visibie and to what degree. For exampie, if you see 75 perceat of the
HMD image and 2§ percent of the ambient image, move the control lever
forward to a poiat about half-way betweea the middie, or 50 parcent posi-
tion, and the fuli-forward, or 100 percent position. Should you see 78 per-
cent of the ambient scene and 25 percent of the HMD scene, move the coatrol
lever backward to a point about halfway betwoen the middlie and full-back
positions. If you see 100 percent of either imnage, move the control lever
as far as it will go in the appropriate direction.

Some of the HMD images are of poor quality. Remember, you are
Dot being asked to judge image quality, you are being asked to judge visibility,
i.e., how much of the image you can see, regardless cof its quality.

The spring tension on the control lever will provide kinesthetic feed-
back of the approximate position of the contro!l lever. You will be given
training trials to become familiar with the binocular rivalry ghenomenon
and to gain experience with the control lever.

After every two l-minute test trials, study conditions must be changed
for the following trial. Because of their number, changing of conditions may
take 3 to 4 minutes.

The procedure for test trials is as follows. After being seated at
the apparatus, place your chin in the chin rest and look at the images pre-
sented on the screens. The experimenter will point out the object in the
HMD image which you are to evaluate in terms of percent visibility. When
you are satisfied that you understand which part of the image to attend to,
close your eyes and tell the experimenter that you are ready. The experi-
menter will then say, '"One, two, three, start." When you hear the wor4d
“'start!, open your eyes and begin to move the contrcl lever in response to
your visual impressions of the image. After }-minute has elapsed, the
experimenter will say, 'Stop'', indicating the completion of that trial. After
two l-minute trials at each condition, you will be asked to take a different
seat so that the experimenter can adjust the equipment for the next trial.
When ail adjustments have been made, you will again be seated at the test
apparatus. This procedure will be repeated for 18 trials.

INSTRUCTIONS TO SUBJECTS FOR VALIDATION STUDY OF BINOCULAR
RIVALRY IN HELMET-MOUNTED DISPLAYS

The Hughes Aircraft Company, Display Systems and Human Factors
Department is conducting a laboratory research study of operator perform-
ance on target recognition and tracking tasks using helmet-mountad displays
(HMDs). With an HMD, the display is viewed with only one eye, while the
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other eye views everything other than the HMD. This situation produces
binocular rivalry, since each eye is viewing a different image. Binocular
rivalry is a psychological phenomenon wherein the viewer perceives either
an unstable montage comprised of parts of each image, or an alternation
of the two images. The relative percentage from each field which is per-
ceived in the montage, or the rate of alternation of the two images depends
upon the '"contour strength'" of each image. Contour strength is a function
of such parameters as resolution, contrast, image complexity, and luwmi-
nance. When the contour strength of one image is greater than the other,
that image will predominate in the alternation cycle. If the relative differ-
ence is very large, one image may totally dominate the other, i.e., no
alternation will occur and only the dominant image will be perceived.

It is expected that in a binocular rivalry situation, such as occurs
with an HMD, operator tasks requiring information retrieval from the image
presented to either eye will be degraded as a function of the contour strength
of the image presented to the contralateral eye.

In this study you will be asked to perform target recognition and
tracking tasks under conditions in which the contour strength of each image
is varied relative to that of the opposing image. Contour strength of the
non-HMD visual field will be varied by manipulation of .mage luminance.
Contour strength of the HMD image will be varied by manipulating resolu-
tion, contrast, and luminance. There will be nine different conditions
under which the two tasks will be performed.

The rest procedure will be as follows. After being seated at the HMD
simulatiop - : :ratus ae equipment will be adjusted to ensure that the HMD
image an” ‘iiv trachis, task dial are visible. The HMD will be presented to
your left « '+ and the dial to your right eye. The experimenter will then
show you sku:tches of a target which you are to recognize on the HMD. When
you are ready to begin, the experimenter will ask you to close your eyes and
the target image will be placed on the HMD projector. The experimenter
will then say, "One, two, three, start.'' When you hear the word ‘'start, "
open your eyes and immediately search the HMD scene for the target. The
experimenter will start a digital readout timer simultancously with his
command ''Start,'' to record your response time. When you recognise the
target, so indicate by sayirg There, " and simultaneously press the response
button to stop the +*»--  Af: -ou have recognized it, you will be asked to
point to the target on the scieen so the experimenter can determine whether
you correctly recognized the target.

The tracking task will immediately follow the target recognition task
under the same experimental c tions. For this task, y~u are to attempt
to keep the pointer on the coc! - dial at the null or center position. The
pointer will move across the aial in response to the input of a pure sine
wave. Your task is to keep the pointer centered using a tracking control
lever. Again, you will begin with your eyes closed and open them and begin
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tracking at the experimenter's command "Start, '' ‘The tracking task duration
will be 1 minute. Your tracking error will be measured by a computer.

The completion of the tracking task marks the end of one trial. The
E above procedure will be followed for nine trials. You will >e given training
? trials to familiarise yourself with the procedures and the test equipmaent.
Do not attempt, during any of the trials, to see either image by closing the
opposite eye. Both eyes must be kept open for all training and test trials.
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